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Abstract:

 This work deals with the design of a high sensitivity DNA sequence detector using a 50 MHz quartz crystal microbalance (QCM) electronic oscillator circuit. The oscillator circuitry is based on Miller topology, which is able to work in damping media. Calibration and experimental study of frequency noise are carried out, finding that the designed sensor has a resolution of 7.1 ng/cm2 in dynamic conditions (with circulation of liquid). Then the oscillator is proved as DNA biosensor. Results show that the system is able to detect the presence of complementary target DNAs in a solution with high selectivity and sensitivity. DNA target concentrations higher of 50 ng/mL can be detected.
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1. Introduction

Biosensors are small devices which utilize biological reactions for detecting target analytes [1–3]. Such devices intimately couple a biological recognition element (interacting with the target analyte) with a physical transducer that translates the bio-recognition event into a useful electrical signal. Common transducing elements, including optical, electrochemical or mass-sensitive devices, generate light, current or frequency signals, respectively. There are two types of biosensors, depending on the nature of the recognition event. Bio-affinity devices rely on the selective binding of the target analyte to a surface-confined ligand partner (e.g., antibody, oligonucleotide) [4]. In contrast, in bio-catalytic devices, an immobilized enzyme is used for recognizing the target substrate.

Specific DNA sequence detection is a major issue in life science. An important advance in this field was done during the last two decades with the design of DNA biosensors. They are more efficient by comparison to DNA hybridization tests performed on membranes that are less sensitive, less selective, time consuming and not time resolved. DNA biosensors are now intensely developed for diagnostic applications, environmental monitoring and food controls. DNA detection biosensors are based in the hybridization process of combining complementary, single-stranded DNA into a single molecule.

The quartz crystal microbalance (QCM) oscillator circuits are useful to design DNA-biosensors [5]. A QCM sensor typically consists of an oscillator circuit containing a thin AT-cut quartz disc with circular electrodes on both sides of the quartz. Due to the piezoelectric properties of the quartz material, an alternating voltage between these electrodes leads to a mechanical oscillations of the crystal. These oscillations are generally very stable due to the high quality of the quartz (high Q factor). If a mass is adsorbed or placed onto the quartz crystal surface, the frequency of oscillation changes in proportion to the amount of mass. Therefore, these devices can be used as high sensitivity microbalances intended to measure mass changes in the nanogram range by coating the crystal with a material which is selective towards the species of interest. The quartz crystal acts as a signal transducer, converting mass changes due to the hybridization process into frequency changes. One of the main advantages of this device is the ability to control a QCM’s selectivity by applying different coatings, which makes this sensor type extremely versatile.

The design of crystal controlled oscillators used as QCM sensors in fluids is a difficult task due to the wide dynamic values of the resonator resistance that they should support during their operations [6]. The piezoelectric quartz experiences a strong reduction of its quality factor due to the increase of the losses (RQ) caused by the liquid. Figure 1 shows the BVD equivalent circuit of a piezoelectric resonator modified by Martin and Granstaff [7] for a quartz crystal loaded by the mass of a material layer and a liquid. The standard oscillator designs, as Pierce or Colpitts, does not work well since, although they provide a great stability in frequency and a low phase noise, their gain and phase are very sensitive to the losses of the resonator [8]. A good design of a sensor oscillator for liquid media will maintain the necessary loop gain and phase for the oscillation (Barhausen condition) in a wide margin of values of the loss resistances of the quartz.

Figure 1. Electromechanical model of a piezoelectric resonator for microgravimetrical applications in liquid; Cross-section of a loaded resonator and BVD equivalent circuit modified by Martin and Granstaff.
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This work deals with the design and implementation of a high frequency QCM electronic oscillator circuit for its use as high sensitivity DNA biosensor. The QCM oscillator sensor is able to detect the presence of complementary DNAs in a solution that match the sequence on a given strand in function of the changes in the output frequency of the oscillator. The design is adapted so that the Barkhausen conditions are satisfied even when the quartz is immersed in liquid media. An experimental characterization of the frequency stability of the oscillator is carried out, with object of determining the resolution of the sensor. The behavior of the oscillator as DNA biosensor is proven, by monitoring its frequency during the process of immobilization of probe DNA on the gold-covered quartz surface of the QCM oscillator and during the hybridization of complementary target DNA present in a solution. Finally, a calibration of the DNA biosensor with buffer solutions of different target DNA concentrations is carried out and the minimum concentration of DNA detectable is determined.



2. Experimental Section

A home-made quartz crystal electronic oscillator circuit was designed to drive the quartz at its resonance frequency and use it as QCM sensor in liquid media. Miller oscillator topology was selected, and a working frequency of 50 MHz was chosen in order to have a high sensitivity QCM sensor system [9].

The Miller topology is a high-frequency stable topology that allows designing sensors of high resolution [10–12]. This topology, in spite of not being the most adequate topology for obtaining the best frequency stability [13], experimentally showed a good capacity to work under strong damping [14,15]. Miller oscillators allow solving the problems that have the standard oscillators to work in liquid, as Colpitts or Clapp, thanks to its ability of supporting a wide range of values of the resonator resistance due to the damping. Once decided the configuration, the design and simulation of the circuit was done with the help of PSpice. To model the quartz resonator, the experimental values of the parameters of the equivalent electric circuit in distilled water were used. They are summarized in Table 1. The Burr-Brown OTA660 transconductance amplifier was used as the active device [16]. To determine the values of the components, the design considerations for this topology in [11,12] were realized. The OTA was polarized using a resistance of 270 Ω to have a high gain. In Figure 2, a simplified scheme of the designed oscillator is shown.

Figure 2. Schematic of the Miller oscillator circuit.
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Table 1. Experimental values of the BVD equivalent circuit for the quartz in air and immersed in distilled water.











	
	RQ (Ω)
	LQ (μH)
	CQ (fF)
	CP (pF)
	fS (Hz)
	Q





	Air
	45
	2330
	4.34
	10.7
	50049219.2
	16351



	Water
	130
	2349
	4.34
	17.9
	49841134.0
	5660








Once the oscillator circuit was designed and simulated with PSpice, it was implemented on a printed circuit board (PCB). A temperature sensor was also incorporated to externally control the temperature of the circuit by means of a WATLOW heater monitor with stability better than 0.1 °C. Quartz crystal resonator was connected by a silver conducting paste, through wires, to a BNC adaptator, which permits the connection of the quartz to the oscillator circuitry. An experimental cell was developed: the crystal was mounted between two O-ring seals inserted in a plexiglass cell [17].

The electronic oscillator circuit was experimentally characterized in the measurement environment. The output frequency of the oscillator was connected to a Fluke PM6685 frequency counter controlled by a lab-made software program that allows storing the frequency samples. The temperature of the electronic circuit was controlled by a Watlow regulator. Experiments were made with the plexiglass cell (and therefore the quartz and its environment) included in a BMT Climacell climatic cell which allows maintaining constant the ambient temperature and humidity. A micropump (Pharmacia, P1) was used to provide a constant flow of liquid circulating over the surface of the crystal. The flow rate was chosen low (50 μL/min) to minimize noise in the quartz.

In order to characterize the designed system, a study of the frequency stability of the oscillator was carried out by means of the Allan deviation σy(τ) [18]. Allan deviation characterization is commonly used because it allows the determination of the stability of an oscillator in a time interval, τ, for a certain application. The oscillator detection limit, i.e., the smallest frequency deviation that can be detected in presence of noise is equal to [6] Δfnoise(τ) = σy(τ)·f0, where f0 is the nominal frequency. In QCM applications, the mass resolution can be obtained by the relationship between the detection limit and Sauerbrey sensitivity [17] of the sensor by Resolution = Δfnoise/k, where [image: there is no content] (Hz g−1 cm2) is the mass sensitivity coefficient, known as the Sauerbrey coefficient. A detection limit of 2 Hz was calculated by Allan deviation in static conditions (water, without any circulation). Therefore the designed system has a mass resolution of about 357 ng/cm2.

A disulfide-DNA biosensor was designed using the QCM oscillator by immobilization of a 20-base DNA-disulfide probe A in NaCl solution on the gold quartz surface. The immobilization process is illustrated in Figure 3(1). The solution for DNA immobilization was 0.5 M NaCl referred to as “NaCl”. Immobilization of the recognition element on the surface of the transducer, in our case the DNA-disulfide probe A, is a key stage in the construction of a biosensor. The covalent union of the probe DNA with the gold electrode of the quartz takes place thanks to that the used concentration of DNA contains sulfur (S) that will carry out the union between the gold of the electrode and the DNA. To carry out the immobilization the concentration of DNA is added to the NaCl solution and a 50 μL/min constant flow of this solution is maintained in the plexiglass cell in which the quartz resonator is included.

Figure 3. DNA-disulfide biosensor: immobilization of DNA-disulfide probe A (1), hybridization of a complementary DNA target A (2) and dehybridization of the DNA target A (3).
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After the immobilization, DNA-disulfide probe A was hybridized in HEPES solution with a complementary DNA target A (2). A/A are 20-base complementary sequences. Hybridization experiments were performed in 0.05 M HEPES, with 0.5 M NaCl, adjusted to pH 7.2 with drops of 1 M NaOH, referred to as “HEPES” [19]. The dehybridization solution was 0.5 M NaOH, with 3 M NaCl, referred to as “NaOH”.



3. Results and Discussion

DNA biosensor oscillator frequency changes recorded during successive circulation of DNA solutions are presented in Figure 4. There is a first ΔfA = −1,560 Hz frequency change during circulation of a 20 μg/mL DNA-disulfide NaCl solution attributed to chemical adsorption of the DNA-disulfide probe A on the gold surface of the quartz (1). DNA-disulfide adsorption Δt is equal to 6,120 s. The next frequency shift is attributed to increase of viscosity and density between NaCl and HEPES solutions. There is no frequency shift during circulation of 20 μg/mL non-complementary DNA B HEPES solution indicating that there is no hybridization or non-specific adsorption of the non-complementary DNA strands B (2).

Figure 4. DNA-disulfide biosensor using the designed 50 MHz QCM oscillator circuit: frequency changes during successive circulation of 20 μg/mL DNA-disulfide probe A NaCl solution (1), 20 μg/mL DNA target B HEPES solution (2), 20 μg/mL DNA target A HEPES solution (3).
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There is a ΔfA = −1,676 Hz frequency change during circulation of a 20 μg/mL complementary DNA A solution in HEPES attributed to hybridization of the complementary DNA target A with the biosensor DNA probe A (step 3). The corresponding hybridization ratio η of hybridized DNA strands A, NAvs. immobilized DNA-disulfide probes A, NA is estimated to be 58%: η = NA/NA = (ΔfA.MA)/(ΔfA.MA), where MA = 6,500 g/mol is the molecular weight of the DNA-disulfide probe and MA = 12,000 g/mol is the molecular weight of the DNA target A. The half-time hybridization reaction Δt calculated as indicated previously is equal to 1,620 s.

The DNA-QCM 50 MHz oscillator biosensor designed is selective, as there is no frequency change of the QCM during circulation of the non complementary DNA B HEPES solution. Also, this 50 MHz DNA biosensor is high sensitive, because there was a −1,676 Hz frequency change during circulation of a 20 μg/mL DNA target A HEPES solution, in front of −55 Hz that can be found using a DNA-QCM 27 MHz oscillator biosensor designed and studied in previous works [5]. With respect to the frequency stability, a detection limit of 2 Hz is calculated by Allan deviation for the best result in static conditions (water, without any circulation). Therefore the designed system has a mass resolution of about 357 ng/cm2 in front of the 665 pg/cm2 determined for the 27 MHz oscillator in the same conditions [6]. On the other hand, in dynamic conditions the detection limit worsens to 40 Hz with the liquid circulation. Therefore the 50 MHz DNA biosensor has a mass resolution of 7.1 ng/cm2. In the case of the 27 MHz oscillator, a detection limit of 20 Hz and a mass resolution of 13.1 ng/cm2 are determined in dynamic conditions. Hence, in conclusion, the 50 MHz system improves the mass resolution in static or dynamic conditions (with or without any liquid circulation). Relating to the possible influence of factors as changes of detection buffer or temperature, exactly the same conditions of experiment are used between the 27 MHz and the 50 MHz in term of buffers, temperature, probes and targets. For the buffer changes, the DNA detection is done in the same buffer (HEPES) before and after the addition of the DNA target. So the influence of the buffer is cancelled. For the temperature, all is thermostated, even the electronic part, and AT cut quartz crystals were used. Probe A can also be dehybridized by circulation of a NaOH solution and hybridized again with the complementary DNA target A.

Finally, a calibration of the DNA-QCM 50 MHz oscillator biosensor with buffer solutions of different target DNA concentrations was carried out. In Figure 5 the obtained frequency curves are shown. It was found that the designed oscillator is able to detect DNA target A concentrations higher to 50 ng/mL. It can be observed a difference of frequency change during the DNA target detection between Figures 4 and 5. This signal difference is due to that the quartz resonator is not the same in the two figures, and the DNA probe quantity varies from one quartz to another (due to reproducibility of the probe immobilization).

Figure 5. DNA-disulfide biosensor using the 50 MHz QCM oscillator circuit: frequency changes during the circulation of different concentrations of DNA target A HEPES solutions.
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4. Conclusions

A high sensitivity DNA biosensor using a QCM electronic oscillator circuit was designed. The oscillator circuitry was adapted to satisfy the Barkhausen condition, even with the quartz immersed in a liquid media and therefore presenting very low quality factors. A study of the frequency noise of the developed QCM system was carried out in order to determine the resolution of the sensor. A mass resolution of 7.1 ng/cm2 was founded in dynamic conditions (with liquid circulation). The behavior of the QCM oscillator as DNA biosensor was proved. Results show that the system is able to detect the presence of complementary target DNAs in a solution with high selectivity and sensitivity. DNA target concentrations higher of 50 ng/mL can be detected.
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