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Abstract:



Due to the increasingly important role in monitoring and data collection that sensors play, accurate and timely fault detection is a key issue for wireless sensor networks (WSNs) in smart grids. This paper presents a novel distributed fault detection mechanism for WSNs based on credibility and cooperation. Firstly, a reasonable credibility model of a sensor is established to identify any suspicious status of the sensor according to its own temporal data correlation. Based on the credibility model, the suspicious sensor is then chosen to launch fault diagnosis requests. Secondly, the sending time of fault diagnosis request is discussed to avoid the transmission overhead brought about by unnecessary diagnosis requests and improve the efficiency of fault detection based on neighbor cooperation. The diagnosis reply of a neighbor sensor is analyzed according to its own status. Finally, to further improve the accuracy of fault detection, the diagnosis results of neighbors are divided into several classifications to judge the fault status of the sensors which launch the fault diagnosis requests. Simulation results show that this novel mechanism can achieve high fault detection ratio with a small number of fault diagnoses and low data congestion probability.
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1. Introduction


With the rapid development and deployment of smart grids, the number and types of power and communication infrastructures are gradually increasing and the networks are becoming more complex. For scientific decision-making and efficient operation management, a large number of sensors are deployed to accurately and comprehensively monitor infrastructures and network status information, such as voltage, current, temperature, humidity, frequency, and so on [1,2]. Due to the complicated and harsh working environment of these sensors in smart grids, such as vibration, noise, channel interference, fire and ice disaster, and so on, perceiving data incorrectly or permanent sensor faults occur commonly, which will severely affect the connectivity and real-time monitoring capability of the supporting wireless sensor networks (WSNs) [3]. Therefore, accurate and timely fault detection is the key issue that needs to be solved for WSNs in smart grids.



WSN fault management was preliminarily summarized and some research directions discussed in [4]. After lots of research by relevant scholars, there are two main methods of sensor fault detection nowadays: centralized mode and distributed mode. The centralized mode usually detects sensor faults by periodically collecting measurement and status information of sensors at a central node, which requires more complicated computations of the global information data and results in fast energy consumption of sensors near the central node due to the large amount of data communication and this shortens the lifetime of the WSN [5,6,7]. It is very expensive to identify faulty sensors in a centralized mode. The distributed mode usually adopts a method whereby each sensor compares its own monitoring data with the data of neighboring sensors to detect its potential faults [8,9]. This is a good way to overcome the problem of unbalanced energy consumption among sensors. Moreover, a low implementation complexity and high probability of correct fault diagnosis can be achieved. Thus, a distributed fault detection mechanism is highly preferred for WSNs in smart grids.



For distributed fault detection, there is no need to periodically launch information communication among all of sensors for detecting potential faults, but only to exchange information between some sensors and their neighbors. Statistical techniques are usually adopted to identify the sensors that are suspected to be faulty [8,9,10,11]. Besides the sensing data of neighbors, the sensor’s own historical data are also used. However, these methods usually consider that most of sensors have a probability to be faulty in a certain area, and launch the fault detection process for each sensor. This still brings pressure on the limited computation and energy resources of the WSN, and there is room for improvement in the fault detection efficiency. Therefore, distinguishing suspicious sensors from healthy sensors first may be a potential choice when starting a fault detection process in a WSN. The credibility and the confidence level of sensors are introduced into the fault detection algorithm, and the identification of suspicious sensors is started as the first step in fault detection [12]. Then, fault detection begins with the chosen sensors which are suspected of being faulty according to the data exceptions. Some data exceptions that occur due to some actual unexpected event that happens are identified and no fault detection will be launched. For example, the monitoring data of a temperature sensor will dramatically change when the temperature of its monitoring area soars [13]. Therefore, it is necessary to judge whether the sensor data is truly suspicious.



Moreover, there may be a large number of suspicious sensors in the same time period, and some of them are neighbors of each other. If all of them launch fault diagnosis requests at the same time this would probably lead to data congestion, mutual interference, and further energy consumption of the sensors [14,15]. Unordered and repeated data communications between sensors should be avoided. Thus, another problem of distributed fault detection is the decision-making of fault diagnosis requests, which contains two parts: sending sensor and sending timing of fault diagnosis requests. Besides, to guarantee the accuracy of fault diagnosis results, classification statistics of the diagnosis replies from neighbors are discussed [16].



Based on the above analysis, this paper presents a distributed fault detection mechanism based on credibility and cooperation for WSNs in smart grids. Firstly, the credibility model of a sensor is established to judge the suspicious status of sensors according to their own temporal data correlation. Based on the credibility model, a suspicious sensor is chosen to launch fault diagnosis requests. Secondly, the sending time of fault diagnosis request is discussed to avoid the transmission overhead brought by unnecessary diagnosis requests and improve the efficiency of fault detection based on neighbor cooperation. The diagnosis replies of neighboring sensors are analyzed according to their own status. Finally, to further improve the accuracy of fault detection, the diagnosis results of neighbors are divided into several classifications to judge the fault status of sensors.



The rest of this paper is organized as follows: in Section 2, related work is introduced. In Section 3, a sensor credibility model is established. A distributed fault detection mechanism based on credibility and cooperation is proposed and discussed in Section 4. Simulation results are analyzed in Section 5. Section 6 draws the conclusions of this work.




2. Related Work


Nowadays, the volume of literature on studies about distributed fault detection for WSNs is increasing rapidly. A large number of works have looked at the efficiency and accuracy of fault detection methods in the different WSN application fields. Most research indicates that neighbor cooperation is the basic idea of distributed fault detection methods [12,13,14,15,16,17], but the point at issue in the research is the specific way of cooperation, such as which sensor the fault detection process should begin with, timing of fault diagnosis requests, and so on.



A fault detection mechanism based on historical data and neighbor cooperation is proposed in [17], which selects the healthy sensor with the largest number of neighbors as the root node and iteratively judges the status of its neighbors. It indicates that fault detection only based on data of single healthy sensor is not enough to get a reliable result. In [18,19], the probability of faults is calculated based on the data of neighboring sensors, and the probability is adjusted by the data of the boundary sensors. These methods judge potential faulty sensors through the corresponding probability, but the calculation of probability through data difference needs to be optimized. Reference [20] proposes a fault recognition algorithm based on distributed hash table, which achieves the fault diagnosis by comparing with data of neighbor sensors. A k-means based fault detection algorithm is proposed in literature [21], and an optimized ant colony algorithm is used to improve the accuracy of fault detection to a certain extent. However, the high complexity of the algorithm limits its wide application in large-scale WSN, especially in smart grid.



Launching diagnosis requests to the neighbor sensors immediately once the status of some sensors becomes suspicious is proved to be an unreasonable choice [12,16]. Although these methods compare the current data of suspicious sensors with their own historical data and data of their neighbors, respectively, the unordered and repeated transmission communications of fault diagnosis requests have a great impact on the efficiency and accuracy of fault detection. Reference [22] discusses the transmission timing of fault diagnosis requests and adopts the time window mechanism to determine the appropriate timing for sending diagnosis requests, but the execution mode is not specific.



All of above studies assume that most of the neighboring sensors of the suspicious sensors are healthy. However, in practical implementations, error perception data and sensor faults probably have a spatial correlation. The specific status of neighbor sensors should be considered during fault detection of the suspicious ones to further improve the accuracy. It is obvious that the classification of neighboring sensors by status is an effective way to improve the judging efficiency and accuracy of fault diagnosis requests. Therefore, we can further design a similar approach to analyze the fault detection for WSNs in smart grids.




3. Credibility Model of a Single Sensor


Distributed fault detection based on credibility and cooperation for WSNs in smart grids is shown in Figure 1. Most sensors are mainly deployed to monitor power system infrastructure such as power transmission towers, substations, poles, and so on. They are used to collect the status information, such as voltage, current, temperature, humidity, frequency, and so on, thus there may be various types of sensors in a smart grid WSN.


Figure 1. Distributed fault detection for WSNs in smart grids.
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In this paper, those different types of sensors are just considered as ones with same functions during the fault detection process and it is assumed they can store their own data and communicate with each other. Based on this assumption, we begin to discuss the fault detection mechanism.



Because of their data storage function, single sensors can judge whether its own status is suspicious or not according to the temporal correlation of data when there is a data exception. When the data exception is judged as indeed caused by some actually happened unexpected event, the sensor does not need to launch the fault detection process. Therefore, a reasonable and accurate credibility model of a single sensor should be established firstly.



We assume that a single sensor can store k data in its limited memory. At time t, those k data are [image: there is no content] at time [image: there is no content], respectively. We denote [image: there is no content] as the mean value of [image: there is no content], [image: there is no content]. Then, the variance [image: there is no content] of [image: there is no content] is calculated as:


[image: there is no content]



(1)







We denote [image: there is no content] as the data at time t. Then, the mean value [image: there is no content] of the current [image: there is no content] data is calculated as [image: there is no content]. Then, the variance [image: there is no content] is calculated as:


[image: there is no content]



(2)







We set a positive threshold value s. If [image: there is no content], the gap of variances of two adjacent times is small, which represents that the current data is consistent with the historical data [16]. If [image: there is no content], then the current data generates an exception.



We denote [image: there is no content] as the credibility of each sensor to judge whether the data exception is caused by an actually happened unexpected event or not. The initial value of [image: there is no content] is set as 1. We set a positive value [image: there is no content]. If [image: there is no content], [image: there is no content] reduces by [image: there is no content], otherwise [image: there is no content] increases by [image: there is no content]. A series of continuous data with close values or the same values may result in [image: there is no content] increasing to a value that is larger than 1. Because the data with close values or same values make the variance change a little or even not change at all, and this makes the value of [image: there is no content] increase. Thus, we set the condition that the value of [image: there is no content] must not be larger than 1. [image: there is no content] would converge as the data gradually updates.



However, adjusting the credibility only depending on the variance would ignore some accumulated sensor faults, such as so-called stuck-at-N and stuck-at-zero sensor faults. Assuming that one sensor fails at time t and its monitoring data abnormally increases, its following data may keep being large like the data at time t. The value of [image: there is no content] may gradually decrease or even be less than s over time, and the value of the credibility [image: there is no content] may increase instead, which results in this fault not being able to be monitored. However, the value of [image: there is no content] may increase and maintain a relatively large value over time in this case, which can be used to monitor this fault. Therefore, we set another positive threshold value e about the mean value to adjust the credibility [image: there is no content] with the threshold s together. If [image: there is no content] and [image: there is no content], then [image: there is no content] increases, otherwise [image: there is no content] decreases. The credibility model is established using Equation (3):


[image: there is no content]



(3)







Theorem 1.

The values of e and s are determined by the differences between any two reasonable data [image: there is no content], [image: there is no content]and [image: there is no content], and have nothing to do with the specific values of [image: there is no content], [image: there is no content]and [image: there is no content].





Proof. 

[image: there is no content], according to Equation (3), [image: there is no content]. Then, [image: there is no content]. k is constant. Thus, the value of e is determined by difference between [image: there is no content] and [image: there is no content].



Then [image: there is no content], according to Equation (2):


[image: there is no content]










[image: there is no content]











According to Equation (1), then


[image: there is no content]










[image: there is no content]











According to Equation (3), [image: there is no content], then


[image: there is no content]











Thus, the value of s is determined by the differences between any two reasonable data of [image: there is no content], [image: there is no content] and [image: there is no content], and has nothing to do with the specific values of [image: there is no content], [image: there is no content] and [image: there is no content]. ☐





According to Equation (3), we set a threshold [image: there is no content] as the dividing point between credibility of suspicious sensor and healthy sensor, as shown in Equation (4).


[image: there is no content]



(4)







Theorem 2.

To make sure the status of sensor is turned to suspicious when there are continuous m data exceptions [image: there is no content], the values [image: there is no content]and [image: there is no content]should meet the demand of [image: there is no content].





Proof.

According to Equation (3), [image: there is no content] is reduced by [image: there is no content] for each data exception. When there are continuous m data exceptions, [image: there is no content]. According to Equation (4), if the sensor is turned into a suspicious status, then [image: there is no content]. For a further accurate value of [image: there is no content], [image: there is no content]. Thus, if [image: there is no content], then the status of the sensor is certainly turned into suspicious when there are continuous m data exceptions. ☐





Of course, a sensor can be turned into a suspicious status without m continuous data exceptions when [image: there is no content]. For example, if [image: there is no content] at time [image: there is no content], then [image: there is no content] with normal data at time [image: there is no content]. [image: there is no content], if the data are normal at time [image: there is no content] and [image: there is no content]. Then, the sensor is suspicious. This situation usually occurs when the data fluctuates between abnormal and normal status multiple times, in which case it is necessary to judge that the sensor is really suspicious.



The value of m in Theorem 2 is set according to the actual requirements. [image: there is no content] means that fault detection is launched immediately once a data exception happens. A larger value of m can reduce the network data transmission pressure, but may ignore some transient faults. A smaller value of m can improve the accuracy of fault detection, but may cause a lot of unnecessary data transmission overhead. Therefore, there is a trade-off between the accuracy of fault detection and the network traffic volume to determine the optimal value of m.



Although the credibility model can detect most faults, it may ignore one type of stuck-at-N sensor fault. If the sensor value is stuck to the last correct measurement, and the values of historical data change smoothly or they are similar to the stuck one or even the same, then this kind of fault can’t be detected by our proposed credibility model. To solve the problem we set a clock timer for each healthy sensor. When the time exceeds the threshold, which means the sensor has never experienced a round of fault detection since the clock timer is reset, the credibility of the sensor is set as suspicious and diagnosis requests are sent to perform fault detection. Then, this fault can be detected.




4. Fault Detection Mechanism Based on Credibility and Cooperation


In this section, the fault detection mechanism based on credibility and cooperation (FD-CAC) is proposed. Based on the credibility model, a sensor can effectively capture data exceptions which can be suspected to be caused by faults. Next, the suspicious sensor needs to be tested to discover if it is indeed in faulty status or not. In this paper, the fault detection is based on neighbor cooperation and the notion of the spatial correlation of data. As is shown in Figure 1, the basic fault detection procedure for a single sensor is that the suspicious sensor sends fault diagnosis requests to its neighboring sensors which are in a circular area with itself at the center and R as the radius, and these neighboring sensors send fault diagnosis replies back to make the suspicious sensor judge its own status. In this paper, we a mainly concerned with fault-free sensors, i.e., sensors that can still communicate and process when their sensing modules are faulty. To guarantee that our proposed FD-CAC actually works, we assume that the communication modules of all suspicious sensors operate well.



4.1. Diagnosis Request


4.1.1. Diagnosis Request Parameter


Because there may be several types of sensors in the real monitoring area in a smart grid, the data measurement scales or data dimensions among neighbor sensors may be different. The effect of data measurement scale or data dimensions should be eliminated to avoid inappropriate comparisons. We adopt the coefficient of variation as the first parameter of a diagnosis request instead of variance.



We denote [image: there is no content] as the data coefficient of variation of the [image: there is no content] data at time t. [image: there is no content] is calculated by:


[image: there is no content]



(5)







There is a geographical distance between each of the various sensors which are scattered in the monitoring area. In order to accurately evaluate the impact of the geographical factor on the data variety, we assign the coordinate L of the suspicious sensor as one of the parameters of a diagnosis request.



In addition, in order to identify the diagnosis request and avoid the potential information loss caused by a large number of burst data communications when multiple suspicious sensors in the same area simultaneously launch diagnosis requests, we assign the time t as the third parameter of diagnosis request. Therefore, the diagnosis request sent by sensor [image: there is no content] is denoted as [image: there is no content].




4.1.2. Diagnosis Request Timing


When multiple sensors send fault diagnosis requests at the same time, data conflict and information loss may occur and some diagnosis requests may be sent another time. To improve the efficiency and alleviate the potential data congestion, the diagnosis request timing should be well analyzed and planned.



Generally, the effective way of distinguishing these fault diagnosis requests is dispersing them on the time axis. In this paper, we adopt an equal-probability time window mechanism to determine the fault diagnosis request timing. All suspicious sensors in the cooperative area adopt the same time window. We denote l and [image: there is no content] as the length of one time interval and the number of time intervals in the time window, respectively. The values of l and [image: there is no content] are set according to the real-time monitoring requirements of equipment and other specific circumstances. The probability that each suspicious sensor sends a diagnosis request to its neighbors in each time window [image: there is no content], [image: there is no content] is equal. Assuming that there are n sensors that turn into suspicious ones at time t, the probability that these sensors send diagnosis requests at the same time window is [image: there is no content]. The average expected number of diagnosis requests that sensors send in each time window is [image: there is no content], which is reduced by [image: there is no content] times.



When the time window of the suspicious sensor [image: there is no content] arrives, [image: there is no content] sends a diagnostic request [image: there is no content] to its neighbor sensors. Thus, the diagnosis requests of these n suspicious sensors are greatly dispersed and the data transmission pressure is effectively alleviated.





4.2. Diagnosis Reply Based on Neighbor Cooperation


After receiving a diagnosis request [image: there is no content] sent by a suspicious sensor [image: there is no content], its neighbor sensor [image: there is no content] which is in the circular area with [image: there is no content] as the center and R as the radius would send its diagnosis reply back to [image: there is no content].



We denote [image: there is no content] as the data coefficient of variation of [image: there is no content] at time t. We denote [image: there is no content] as the difference between [image: there is no content] and [image: there is no content], [image: there is no content]. [image: there is no content] calculates the distance [image: there is no content] between the two sensors and deals with the diagnosis request according to its own different status.



If [image: there is no content] is healthy, its diagnosis reply should be calculated with Equation (6), which indicates that a sensor whose data variation is similar with that of healthy sensor may obviously be healthy unless it breaks a certain data boundary. [image: there is no content] is set according to the actual circumstances, which represent the spatial correlation of monitoring data of sensors.


[image: there is no content]



(6)







If [image: there is no content] is faulty, its diagnosis reply should be calculated using Equation (7), which indicates that a sensor whose data variation is similar to that of faulty sensor has a high probability of being faulty, otherwise it may be healthy. The diagnosis replies from faulty sensors provide the fault judgement from the perspective of faulty data. They do not violate the actual data correlations among a suspicious sensor and its neighboring sensors. They can be used as supplements of the diagnosis replies from healthy sensors, and can be used to relatively reduce the data processing error of diagnosis replies from healthy sensors to improve the fault detection ratio and efficiency, especially in the cases where most neighbor sensors in the neighboring cooperation area are faulty ones:


[image: there is no content]



(7)







There are two main types of faults of fault-free sensors. The faulty sensor [image: there is no content] can be divided into one of two types: sensors with sensing faults and sensor with communication faults. The first one is the sensor whose data sensing module is faulty, but its communication module operates well. Although there may be data exceptions, it can send back diagnosis replies. The other one is the sensor whose communication module is faulty, so it can’t send diagnosis replies back. Here, we mainly focus on the diagnosis replies of the first type of sensors. The method of fault detection of the second type of sensors will be discussed in the next subsection.



If sensor [image: there is no content] is suspicious, it can’t judge the status of [image: there is no content] according to its own status. To some extent, its data is not informative enough to perform the fault detection. Therefore, its diagnosis reply should be calculated as:


[image: there is no content]



(8)







Then, [image: there is no content] sends its fault diagnosis reply message [image: there is no content] back to [image: there is no content].[image: there is no content] represents [image: there is no content] is in a healthy, suspicious or faulty status, respectively.




4.3. Fault Judgement Based on Modified Credibility


We denote T as the time period taken for sending data from [image: there is no content] to the sensor at the edge of the neighbor cooperation area. Obviously, the time periods taken by sending data from [image: there is no content] to most other sensors in the neighbor cooperation area are less than T. We set that [image: there is no content] will wait for 2T after sending diagnosis requests for each round of fault judgement. With the 2T waiting time, there is time left for [image: there is no content] to finish the computation of most of the replies although each computation is not complicated, and the unification and simplification of the process of fault judgement are obtained. During the 2T waiting time, the diagnosis replies are received and dealt with the method of classification statistics as follows:



We denote [image: there is no content], [image: there is no content], [image: there is no content] as the number of diagnosis replies sent by the healthy, suspicious, and faulty neighboring sensors, respectively. They are calculated using Equation (9):


[image: there is no content]



(9)







We denote [image: there is no content] as the total number of diagnosis replies that received by [image: there is no content] during the 2T waiting time, then [image: there is no content]. Assuming all [image: there is no content][image: there is no content] are [image: there is no content], then we calculate the diagnosis result of this time fault detection based on neighbor cooperation as:


[image: there is no content]



(10)







To effectively and directly evaluate the impact of this diagnosis result, we transform the diagnosis result into the change ratio of credibility [image: there is no content]:


[image: there is no content]



(11)







Then, we modify the credibility of sensor [image: there is no content] using Equation (11):


[image: there is no content]



(12)







Next, in order to improve the accuracy of fault detection, we judge the status of [image: there is no content] based on the modified credibility by classifications. The possible classifications are as follows:



(a) [image: there is no content]



More than half of the neighbor sensors of [image: there is no content] are healthy. There are few faulty sensors and suspicious sensors. The status of [image: there is no content] is judged as follows:



If [image: there is no content], according to the Equation (1), [image: there is no content] can be directly judged as a healthy sensor. However, if [image: there is no content], [image: there is no content] should not be simply judged as a faulty sensor based for the purpose of further accuracy of faulty detection. In this case, if [image: there is no content], which means the most healthy neighboring sensors consider the data variance of [image: there is no content] is relatively similar to their own, although it is not enough, so we launch another round of the fault diagnosis process to get further accurate detection results. Thus, only if [image: there is no content], [image: there is no content] should be directly judged as a faulty sensor. Another round of fault diagnosis process with 2T waiting time should be launched if [image: there is no content].



(b) [image: there is no content]



More than half of the neighboring sensors of [image: there is no content] are faulty. There are few healthy sensors and suspicious sensors. The status of [image: there is no content] is judged as follows:



Obviously, if [image: there is no content], [image: there is no content] can be directly judged as a healthy sensor. If [image: there is no content], [image: there is no content] can be directly judged as a faulty sensor too. In this case, most diagnosis replies are calculated with Equation (7), and most of them are reverse deduced with the probability method. Moreover, the probability of a fault is high for a sensor whose neighboring sensors are mostly faulty according to the actual smart grid application environment. Therefore, we directly judge [image: there is no content] as a faulty sensor if [image: there is no content] in this classification.



(c) [image: there is no content].



The number of faulty neighboring sensors and the number of healthy neighboring sensors are all less than a half, but the sum of the two is more than half. Obviously, if [image: there is no content], [image: there is no content] can be directly judged as a healthy sensor as in the previous two classifications. However, if [image: there is no content], the status of [image: there is no content] is judged for two cases:



	(1)

	
[image: there is no content]



The healthy sensors are more than the faulty ones. For the similar reason of classification (a) in this section, another round of fault diagnosis process with 2T waiting time should be launched if [image: there is no content], and [image: there is no content] should be directly judged as a faulty sensor if [image: there is no content].




	(2)

	
[image: there is no content]



In this case, the faulty sensors are more than the healthy ones. For the similar reason given in classification (b), we directly judge [image: there is no content] as a faulty sensor if [image: there is no content].







(d) [image: there is no content]



There are lots of suspicious neighbor sensors, and obviously [image: there is no content]. In this case, the diagnosis replies are not referential. It should wait another 2T to allow some suspicious neighboring sensors judge their own status and launch another fault diagnosis process round.



After the process of faulty judgement based on modified credibility, we modify the credibility of the suspicious sensor and identify its status according to the judgement. The credibility of a sensor with healthy status is set to 1, and that with a faulty status is set to 0. Finally, the fault information is sent to the operation management system in the control center to get immediate and accurate fault recovery.



In the previous subsection, we mentioned another type of fault where the communication module of sensor is faulty. This faulty sensor can’t respond to any diagnosis requests. Thus, a further solution is needed. Obviously, [image: there is no content] can’t receive the diagnosis replies from this type of sensors during the 2T waiting time. We denote [image: there is no content] as the total number of diagnosis requests that are sent by [image: there is no content]. Then, we get the number of this type of sensors, which is expressed as [image: there is no content]. We set a positive integer threshold value [image: there is no content]. To put it simply, we consider that there are enough diagnosis replies for [image: there is no content] to finish fault judgement if [image: there is no content], and we continue operate our proposed FD-CAC. Otherwise, we consider that most of the sensors are suspected to be faulty in the neighboring cooperation area of [image: there is no content], and the credibility of [image: there is no content] is set to 0. Then the high-level fault information is sent to the operation management system in the control center to ask for a comprehensive check of the sensors in this area, and finally get immediate and accurate fault recovery.



Moreover, we have to focus on another abnormal problem. The sensors may be compromised and they can cheat on the credibility since they calculate the credibility themselves. Cheating on the credibility may result in two cases. The first one is that the data are disguised as abnormal ones. The other one is that the data are disguised as normal ones. Obviously, the sensor will be suspected in the first case, and this fault can be detected by our proposed FD-CAC. In the second case, the credibility of the sensor keeps indicating a healthy status, and this fault may be ignored. To solve this problem, we set a clock timer for each healthy sensor. When the time exceeds the threshold, which means the sensor has never experienced a round of fault detection since the clock timer was reset, the credibility of the sensor is set as suspicious and diagnosis requests are sent to initiate the fault detection process. Then this fault can be detected. The clock timer is reset when the sensor is judged as a healthy one again.





5. Simulation Results


In this section, the performance of our proposed FD-CAC fault detection mechanism is evaluated through MATLAB numerical simulations. We mainly simulate the instantaneous and permanent faults of sensing modules, and the fault of communication modules. To accurately simulate the realistic faults of sensors in a smart grid environment, we adopt the random fault model with area relevance, which means that the faults randomly happen and some of the same type of faults may happen together with high probability in a geographically close area. Because some sensor faults happen due to the drastic changes of the external environment rather than slow abrasion of internal components and the cascade characteristics of smart grid will have an impact on the fault type and lead to the occurrence of cascaded faults [23,24,25]. The specific fault models are as follows: stuck-at fault, offset fault and random noise fault. In the design of our FD-CAC, the value of m is the factor that will greatly affect the performance of fault detection. Firstly, 30, 60, and 90 sensors are randomly scattered in 100 × 100 m2 area, and simulations are carried out under these three sensor densities to determine the optimal value of m. Secondly, to further evaluate the fault detection performance, we compare FD-CAC with the weighted average-based fault detection algorithm (FD-WA) proposed in [9], the neighbor-data analysis-based fault detection schema (FD-NDA) proposed in [12] and the throughput descent and energy efficient mechanism for fault detection (FD-TDEE) proposed in [16] because all of them make fault judgements based on neighbor comparisons, and both of FD-NDA and FD-TDEE adopt the method that a sensor can start fault detection process whenever it finds its reading data is suspicious by comparison between new sensing data and historical data. To ensure statistical validity, the data used in the simulation results analysis are averaged and all simulation experiments are repeated 100 times.



Figure 2 and Figure 3 show the number of fault diagnoses and fault detection ratio, respectively, with the increasing value of m and three different sensor densities. Figure 2 shows that the number of fault diagnosis decreases as the value of m increases. The smaller the value of m is, the fewer the number of continuous data exceptions is required for fault diagnosis, which usually results in a larger number of fault diagnoses. Figure 3 shows that the fault detection ratio decreases as the value of m increases. The larger the value of m is, the larger number of data exceptions required for fault diagnosis is, which may lead faults with fewer continuous data exceptions to be ignored. However, a large number of fault diagnoses would result in great data communication pressure. Thus, there is a trade-off between the number of fault diagnoses and the fault detection ratio when we choose a reasonable value of m. As is shown in Figure 2 and Figure 3, when the values of m are respectively 6, 5 and 4 for 30, 60 and 90 sensors, the fault detection ratio is 100% and the number of fault diagnosis is relatively acceptable. When the values of m are respectively 11, 11 and 10, the number of fault diagnoses is much fewer and fault detection ratio still remains about 95%.


Figure 2. Number of fault diagnosis with the change of m for three sensor densities.
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Figure 3. Fault detection ratio with the change of m for three sensor densities.
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Next, we compare the performance of FD-CAC with those of FD-WA, FD-NDA and FD-TDEE. Figure 4 and Figure 5 show the number of fault diagnoses and fault detection ratio of the four fault detection mechanisms (m = 10), respectively. As shown in Figure 4, the number of fault diagnoses of FD-CAC is the least of the four, and that of FD-TDEE is the most. Although both the FD-NDA and FD-TDEE mention that the suspicious status of a sensor should be judged first, their methods are defective. FD-TDEE only adopts variance of historical data to calculate the credibility of a sensor. If the continuous data exceptions are maintained at a relatively small range of fault data, the credibility of a sensor may gradually increase, in which case a potential fault may be ignored. FD-NDA adopts a mean value of historical data to calculate the credibility of a sensor. When large and small data exceptions occur simultaneously, the data exception may not be captured due to the average of the two abnormal data values. Moreover, judgement only depending on mean value will generate some unnecessary suspicious sensors because of the consistency of actual data changes. FD-WA adopts an exchange of data between a sensor and all its neighbors to calculate a weighted-average, which needs some rounds to get an accurate result. In this paper, FD-CAC establishes the credibility model of a sensor by combining both the variance and mean value, which can avoid missing the data exceptions mentioned above and reduce the unnecessary fault diagnosis process. When the credibility of a sensor is lower than a certain threshold, the fault diagnosis request would be sent, which can be effectively proved to reduce unnecessary data communication overhead.


Figure 4. Number of fault diagnosis for four fault detection mechanisms.
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Figure 5. Fault detection ratio for four fault detection mechanisms.
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Figure 5 shows that the fault detection ratio of FD-CAC is the best of the four, and that of FD-NDA is the worst. In addition, the fault detection ratio of FD-CAC changes only a little as the number of sensor increases, but those of FD-NDA and FD-TDEE decrease rapidly. After receiving the diagnosis replies from the neighbor sensors, FD-NDA judges the status of a suspicious sensor as a healthy one only depending on whether more than half of the neighbor sensors consider the suspicious one as healthy, otherwise it is deemed faulty. This method does not take into account the status of neighboring sensors because the replies of the suspicious neighboring sensors are not informative. FD-WA also ignores this, but its weighted-average and confidence level make its result relatively accurate. FD-TDEE mentions the classification judgement, but it ignores the classification where most neighboring sensors are faulty. Thus, our proposed FD-CAC judges faults through four main classifications according to the status statistics of neighboring sensors, which can be effectively proved to improve the fault detection ratio and maintain a relatively high level as the number of sensors in the monitoring area increases.



In this paper, it is assumed that the sensors are scattered in a regular area. Actually, the monitoring area of a WSN is irregular in smart grids, specifically in situations in the wild. However, the efficiency and speed of fault detection are figured out, and the simulation results show that our FD-CAC fault detection mechanism can be used as a reference in large-scale WSNs in smart grids.




6. Conclusions


This paper presents a novel distributed fault detection mechanism based on credibility and cooperation (FD-CAC) for WSNs in smart grids. Firstly, we establish a reasonable credibility model of a single sensor according to its own temporal data correlation. The suspicious status of a sensor is identified according to its credibility level. Then the suspicious sensor will launch fault diagnosis requests to its neighboring sensors. We discuss the optimum sending time of fault diagnosis requests to avoid the transmission overhead caused by unnecessary diagnosis requests and improve the efficiency of fault detection based on neighbor cooperation. We analyze the diagnosis replies of neighboring sensors according to their own status. Finally, to further improve the accuracy of fault detection, the diagnosis replies of neighbors are divided into four groups to judge the fault status of a sensor. Simulation results show that this novel mechanism can achieve high fault detection ratios with a few fault diagnosis times and low data congestion probability, and especially it can maintain relatively high performance in a large-scale WSN in a smart grid.



As a future task, we will seek to further study the feasibility of a reasonable diagnosis reply of suspicious sensors and the corresponding fault judgement method when the neighboring sensors of the chosen one are almost suspicious in order to improve the speed and efficiency of fault detection to effectively guarantee the monitoring work of WSNs in smart grids.
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