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Abstract:

 A review of flywheel energy storage technology was made, with a special focus on the progress in automotive applications. We found that there are at least 26 university research groups and 27 companies contributing to flywheel technology development. Flywheels are seen to excel in high-power applications, placing them closer in functionality to supercapacitors than to batteries. Examples of flywheels optimized for vehicular applications were found with a specific power of 5.5 kW/kg and a specific energy of 3.5 Wh/kg. Another flywheel system had 3.15 kW/kg and 6.4 Wh/kg, which can be compared to a state-of-the-art supercapacitor vehicular system with 1.7 kW/kg and 2.3 Wh/kg, respectively. Flywheel energy storage is reaching maturity, with 500 flywheel power buffer systems being deployed for London buses (resulting in fuel savings of over 20%), 400 flywheels in operation for grid frequency regulation and many hundreds more installed for uninterruptible power supply (UPS) applications. The industry estimates the mass-production cost of a specific consumer-car flywheel system to be 2000 USD. For regular cars, this system has been shown to save 35% fuel in the U.S. Federal Test Procedure (FTP) drive cycle.
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1. Introduction

The flywheel is an old means of storing energy and smoothing out power variations. The potter’s wheel and the spinning wheel are examples of historical uses of flywheels. The focus in this review is on applications where flywheels are used as a significant intermediate energy storage in automotive applications.

Several tradeoffs are necessary when designing a flywheel system, and the end results vary greatly depending on the requirements of the end application. Examples exist of power flywheels, such as the ABB short-circuit generator (built in 1933 and still in use today), which can deliver a stunning 4000 MVA and short-circuit currents of 100 kA rms for short durations of time [1]. On the other side of the spectrum, one can find a lightweight energy flywheel with a rotor specific energy of 195 Wh/kg [2], which is comparable to that of Li-ion batteries.

Perhaps the most important tradeoff in a flywheel energy storage system is between high power or high energy. A high-power application is relatively simple seen from a flywheel design perspective. A standard high-power electric machine is fitted with some extra weight to sustain the power for a long enough time. A focus on high energy means that the requirements on the mechanical properties of the rotor puts limits on the power transfer units or suspension. Energy flywheels are a main area of research, since this opens up possibilities for new end applications.

Some end applications, for example a flywheel power buffer in a hybrid bus or a Formula 1 flywheel, will release the stored energy relatively soon after charging. This requires an optimization focus on the round trip efficiency (sometimes called AC-AC efficiency), computed as the fraction of input and available output energy:
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(1)




Other applications, like uninterruptible power supplies for data centers or satellite attitude control, are focusing on the standby efficiency, computed as:



ηstandby=1-PstandbylossPdischarge



(2)




If a system is going to idle at the same speed for 99% of its lifetime, the discharge efficiency is less relevant.

Here follows some important technical tradeoffs in flywheel design.


1.1. Rotor: Mass vs. Speed

The usable kinetic energy stored in a flywheel is the speed interval over which it is allowed to operate:
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where J is the moment of inertia about the axis of rotation; ω is the rotational velocity and dm is a small mass element at a distance r from the axis of rotation. A heavy steel rotor is optimized for high inertia; more energy is attained in a linear fashion by adding extra weight. Steel rotors are usually solid (solid rotors can be shown to be optimal in an energy density sense for isotropic materials [3]). High power is fairly straightforward to attain on high-inertia machines.
Kinetic energy grows quadratically with speed; for a rotating body, this implies that energy for a mass element grows quadratically with radius and rotational speed. Unidirectionally-wound carbon composites exhibit extreme strength in one direction, which implies that a thin rotating shell is optimal, since most of the centrifugal stress is developed in the circumferential direction [3]. By placing mass close to the periphery, it is better utilized (a higher speed at a larger radius results in higher kinetic energy per mass element). Flywheels optimized for high-speed operation are usually of higher energy density, although the high speed can impede power transfer capabilities.



1.2. Bearings: Magnetic vs. Mechanical

The choice between magnetic and mechanical bearings depends on the application; see Table 1. Volume and weight constraints suggest the use of mechanical bearings. However, vacuum operation and low loss requirements suggest the use of magnetic bearings. Magnetic bearings require backup systems for handling delevitation events (planned and unplanned), and although these are maturing [4], industrial standards are yet to be rigidly defined.

Table 1. Comparison between mechanical and magnetic bearings.


	Mechanical bearings
	Magnetic bearings





	High stiffness per volume
	Larger footprint for a given stiffness



	Known technology
	Industrial standards not yet mature



	Must be rated for unbalance forces at high speeds
	Can allow the rotor to spin around the natural axis at high speeds



	Higher standby losses at high speeds
	Very low standby losses



	Lubricants evaporates during vacuum operation
	Good for vacuum operation



	May require active cooling systems
	Practical full magnetic levitation requires active control












1.3. Power Transfer: Electric vs. Mechanical

Energy can be transferred into the flywheel either electrically or through a mechanical connection. The current trend is towards electric machines, transferring power in a contact-less manner between rotor and stator. This introduces two important advantages: a long lifetime and low standby losses. Electric machines are typically designed for over 25 years of operation with only bearing maintenance, and magnetic bearings can extend the maintenance-free operation even further.

A purely mechanical flywheel may have its power transmission unit directly connected to the existing drive shaft in a vehicle, and this reduces system complexity, since fewer additional components must be introduced (electric motors, power electronics). However, hybrid vehicles with both electrical and combustion motors are becoming common. Another aspect is that electrified flywheels can be placed more freely, since power is transferred through cables.


1.3.1. Mechanical Power Transfer

Continuously-variable transmissions (CVTs) are used by Flybrid Systems in their Formula 1 Kinetic Energy Recovery System (KERS) [5]. Input discs roll against a conically-shaped disc, and output discs roll against the same disc from the other side, albeit at another angle. High pressure contact between rollers and disc is essential for high power transfer capacity. If the angle is too steep, there will be unwanted slip. There are lower limits to the speed at which power transfer can take place, which may require an additional gearbox to increase the range at which power can be extracted.

The Nuvinci CVT is another concept that involves power transfer through steel balls (like a ball bearing), where each ball has a fixed (but controllable) axis of rotation [6], with input and output discs pressed firmly against the ring of balls.

Belt CVTs have seen widespread use in, for example, snowmobiles. Continuous torque transmission is realized by a belt pressed firmly in between two conical surfaces, the gear ratio being defined by the radius at which the belt is operating. The position of the belt is varied by squeezing the conical surfaces towards each other.

CVT transmissions have traditionally been popular in low-power drivetrains, such as small motorcycles (Vespa type) with low mileage, but they wear out and require maintenance. Audi introduced the “multitronic” transmission in 1999. It required periodic transmission fluid change, and reliability problems were reported. Despite its advantageous performance, it never became popular.



1.3.2. Electric Power Transfer

Due to the high speeds usually involved in flywheels, brushes are avoided, implying no DC machines or wound rotor synchronous machines. A few common types are as follows.


Permanent Magnet Synchronous Machines

The rotor is energized with highly coercive magnetic materials (NeDyFeB or AlNiCo); therefore, no external power is required for the rotor excitation. This leads to the highest charge/discharge efficiencies, but the drawback is that remanent magnetization persists, even though the windings are de-energized (standby mode), producing iron losses in the laminated steel. A way to alleviate this in high-speed machines is a coreless stator as used by Beacon Power [7] and Uppsala University [8].

Magnetic material is typically very brittle; the ultimate tensile strain for neodymium magnets is only 0.06%. Magnets mounted on the inside of a composite rim can thus impose a serious limit to the maximum speed of the machine, since the ultimate strain limit of composites is far higher, above 2%.

There is a development towards magnetically-loaded composites in flywheels, to enable higher rotational speeds; either iron powder in the epoxy matrix [9] or magnetized magnetic powder [10]. The latter technique has been successfully implemented by GKN Hybrid Power (until 2014 known as Williams Hybrid Power, but hereinafter referred to as GKN).

Lockheed Martin has been working with flywheel composites with iron filaments added to the epoxy matrix. The relative permeability was shown to be around 13, and the magnetically-active composite was shown to have a linear magnetization behavior [9]. These can be used to build flywheels with extremely high speeds, so-called “hollow-cylinder” flywheels, which are shaft-less [11,12]. The motor would then be directly integrated into the high-strength composite. There are several university groups working towards this goal, such as Arlington University and the University of Sheffield [13,14].



Induction Machines

Inductance motors/generators generally have lower power density and efficiency than permanent magnet motors, but the lack of permanent magnetization significantly reduces the issue with electromagnetically-induced idling losses. The rotor is mechanically fairly simple and robust, although a significant portion of the losses are generated there. For flywheel rotors suspended on magnetic bearings in a vacuum, the rotor losses must be kept low to avoid overheating. The only cooling mechanism in that case is the very limited black-body radiation. Stationary flywheels with inductance motors/generators have been reported [15,16], but higher power density topologies are preferred in mobile applications.



Reluctance Machines, Switched or Synchronous

Reluctance machines achieve high efficiency operation at a great range of speeds; the standby losses are fairly low, and no rare earth materials are used in the construction. There is a trend to reduce the use of rare earth materials, such as neodymium and dysprosium, especially in Japan [17], and research interest in reluctance machines is increasing. Permanent magnet motor performance has been achieved with reluctance motors by using high performance materials [18].





1.4. Materials, Containment and Safety

Flywheels can be built with non-hazardous materials. Typical materials are steel (including electrosteel), aluminum and/or titanium; carbon composites, E-glass and/or S-glass; epoxy or pre-preg matrix; and lastly, magnets, such as NeDyFeB, AlNiCo, or others.

Since heavy-duty containment chambers are not an option in mobile applications, there is a strict requirement of safe catastrophic failure modes. State-of-the-art flywheel models go through rigorous testing to ensure safe failure behavior [19]. Composite rotors have been shown to have benign failure modes [20], and lightweight vacuum chambers with a technology similar to that of bulletproofs vests have been developed.



1.5. Cycle Life Time

Flywheels have been shown to have excellent aging characteristics, with cycle lifetimes in excess of 1,000,000 cycles, regardless of charge rate and depth of discharge [21]. The critical component in any modern high-speed flywheel is the carbon composite, and the fatigue of composites is a complex process. In general, material fatigue is directly connected to cyclic loading. For composites, the ultimate fatigue limit (infinite cycles) is dependent on the binding matrix, which for epoxy is 0.6% in the hoop direction (main stress direction) [22]. See Figure 1 for a graph of strain versus the number of cycles in a unidirectional composite.

Figure 1. The number of cycles to failure as a function of strain. The fatigue limit for composite flywheels is directly related to the strain in the matrix [22].
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It is important to note that the 0.6% limit is not related to the charge/discharge profile, but rather to the flywheel state-of-charge. This implies that as long as the state-of-charge of the flywheel does not exceed a certain threshold, a very long cycle life can be guaranteed.





1.6. Future Potential

The limit of rotational energy that can be stored in a material is often calculated with the following approximation [3]:
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where e is the energy E per mass m; [image: there is no content] is the tangential stress and ρ is the material density. The approximation is valid under the assumption of a rotating thin-walled cylinder, useful for comparing different materials, although realistic flywheel designs are of lower specific energy.
In Table 2, the future potential of flywheel energy storage is assessed by comparing contemporary materials with a few novel ones. The carbon nanotube example may seem unrealistic today, but has received interest from both NASA [23] and the U.S. Department of Defense [24].

Table 2. Theoretical potential for flywheels with contemporary and future materials.


	Material
	Ultimate tensile stress (MPa)
	Density (kg · m-3)
	Rotor energy density (Wh/kg)





	Aluminum 7075
	572
	2810
	28



	17-7 PH Stainless steel
	1650
	7800
	29



	Titanium Ti-15V-3Cr-3Al-3Sn ST 790 °C
	1380
	4760
	40



	Advantex E-glass (glass fiber)
	∼1400
	2146
	90



	Toray T1000G composite
	3040
	1800
	234



	Toray T1000G fiber
	6370
	1800
	491



	Vapor grown carbon nanofibers [25]
	2920
	2000
	202



	Single wall carbon nanotube (low end) [25]
	50,000
	1300
	5341



	Single wall carbon nanotube (high end) [25]
	500,000
	1300
	53,418



	Multi-walled carbon nanotubes (low end) [25]
	10,000
	1750
	793



	Multi-walled carbon Nnanotubes (high end) [25]
	60,000
	1750
	4761













2. Understanding the Flywheel Niche

There are primarily four properties that make the flywheel attractive for use as energy storage:


	High power density;


	Long cycle life;


	No degradation over time and;


	Easily estimated state-of-charge.




Taking advantage of the first two properties leads to systems with high and very frequent flows of energy. One example of this is using the flywheel as a buffer for smoothing frequent fluctuations, e.g., in the grid.

Taking advantage of the first and fourth properties leads to systems with high, but rare flows of energy, but where correct information regarding the state-of-charge of the storage system is critical. One example of such a system is the uninterruptible power supply (UPS). In a battery system, the aging processes can increase the internal resistance, while an SoC estimation from the measured voltage does not reveal this [26].


2.1. Depth-of-Discharge

The cycle life of flywheels is not directly related to depth-of-discharge; however, this is the case for batteries. This is important when defining the niches for flywheel energy storage.

Batteries degrade when cycled, when discharging at high rates and at high temperature [26]. The degradation affects energy capacity and power capacity, the latter through an increase in internal resistance. For an application with a requirement of [image: there is no content] cycles, a battery pack can only be run at a depth-of-discharge of 3% (as seen in Figure 2), which implies that a battery that is 33-times larger must be bought. The specific energy then also decreases with the same factor. The particular specific energy may well be lower than a flywheel system.

Figure 2. Cycle life of a battery as a function of depth-of-discharge in a low-power application [27]. The end of usable life is assumed to be 70% capacity.
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The statistics of the discharge depths is very important when considering end applications for energy storage. Assume the following two cases.


2.1.1. High Variations on the Required Cycle Energy

This case is applicable for the regular car owner. The average trip distance for a car in Europe is only 15 km [28], but people want to have the capacity to drive 500 km or more. The average number of trips per day is also less than three. The electric car manufacturer Tesla Motors markets their car as having a range of 434 km, with Li-ion batteries as the only energy storage [29]. Depending on the depth-of-discharge, the max range cycle life is around 2000 cycles (driving the max range every day for six years). However, since the average use case for people is much less than that, the typical depth of discharge is only 3.5%. That means that the battery lasts for 1,000,000 average cycles or longer than the lifetime of the car (from a depth-of-discharge aging point of view).



1,000,000cycles3averagecyclesperday*365days=936years



(5)




In essence, the electric car buyers are not buying a high-capacity battery only for the maximal range, but for limiting the depth-of-discharge, so that the battery lasts the entire lifetime of the car.



2.1.2. Few Variations on the Required Cycle Energy

The second case is characterized by small changes in the required energy per cycle. Many applications fit into this niche:


	Power buffers in drive lines where the power density is low in the prime energy carrier, such as:


	−

	Low-power, high-energy batteries (such as Li-air);



	−

	Fuel cells (slow response times, low power density);






	Power buffers in drive lines where a steady (~constant) power flow from the primary energy source is advantageous, such as hybrid drive lines with combustion engines (higher efficiency, higher torque and less emissions with constant power outtake);


	Car ferries with short predefined trips (e.g., ~10 min, 50 times a day);


	Cranes lifting containers of roughly the same weight every time;


	Garbage trucks, which accelerate and decelerate in front of every house and frequently compress the garbage;


	Train station energy storage, which captures the energy of a braking train.




In Table 3 is a comparison of different technologies for a power buffer application in a city bus drive line.

Table 3. GKN Hybrid Power reported the listed comparison between three specific system implementations of a power buffer application in a vehicle [21]. Five hundred Watt hours corresponds to the kinetic energy of a city bus moving at 50 km/h. EDLC, electric double-layer capacitor.


	Type
	Flywheel system
	EDLC system
	Li-ion battery system





	Manufacturer
	GKN
	Maxwell Boostcap
	A123Systems



	Rated power
	120 kW
	120 kW
	120 kW



	Energy capacity
	456 Wh
	647 Wh
	26,400 Wh



	Cycle life time
	>[image: there is no content]
	∼[image: there is no content]
	[image: there is no content]



	Specific energy
	8.3 Wh/kg
	1.75 Wh/kg
	110 Wh/kg



	Specific power
	2200 W/kg
	320 W/kg
	500 W/kg



	System weight
	55 kg
	370 kg
	240 kg













2.2. Flywheel Costs

It is difficult to compare the cost of flywheels and batteries, since the latter are mass produced, while the former are not. However, the raw material costs are known to comprise about 60%–70% of the costs in large-volume manufacturing of electrical machines [30]. GKN Hybrid Power themselves compare the raw material cost of a standard internal combustion engine to about 685 USD, while a low-power, low-energy flywheel (30 kW/111 Wh) costs about 723 USD (5% more) [19]. Flybrid Systems reported a cost comparison in 2008, seen in Table 4.

Table 4. A technology comparison as presented by Flybrid Systems [31].


	Parameter
	Flybrid system
	Electric hybrid





	Round trip efficiency
	74%
	34%



	Weight
	35 kg
	85 kg



	Volume
	20 liters
	50 liters



	Cost per unit (200k units)
	2000 USD
	8000 USD










In 2010, Volvo together with Flybrid Systems, asked SKF to investigate the costs of mass-produced flywheel power buffers (in comparison to other hybrid vehicles) and reported: “The final cost estimate comprised manufacturing, purchasing, fabrication and testing—the results of the study was presented to Volvo—and the reactions were positive.” [32].

Advanced electromechanical flywheels have components that have been traditionally very expensive; however, key technologies are decreasing in price due to recent developments in other sectors. High-precision eddy-current positions sensors for magnetic bearings cost around 5000 USD for Uppsala University to buy in 2009, but in 2015, a system with similar performance cost less than 60 USD. This is due to the fact that multi-layered PCBs can be reproduced with high precision, allowing inductive sensors to be mass-produced inexpensively. Power electronics are having their costs pushed down each year by the electric car and power industries. Processing power for advanced control is becoming less expensive every year and has been following the popularized Moore’s law in cost decrease since the 1950s. Composite materials development is driven by the wind power and transportation industries.



2.3. Flywheels vs. Supercapacitors

Supercapacitors are competing with flywheels in high-power applications. The market leader of electric double-layer capacitors (EDLCs) is currently Maxwell Technologies [33]. They have a specially-designed power buffer for vehicles, which can be bought off the shelf for 6500 USD [34]; however, the price is likely to come down for large volumes. A comparison between three flywheels and the EDLC system specially designed for “heavy duty transports” can be seen in Table 5.

Table 5. A comparison between state-of-the-art supercapacitors and three state-of-the-art flywheels.


	Flywheel system
	Flywheel system
	Flywheel system
	EDLC system





	GKN hybrid power Porsche GT3R [21]
	GKN hybrid power Audi e-tron [21]
	Flybrid Formula 1 2009 [3]
	Maxwell Technologies BMOD0063 P125 [35]



	180 kW
	150 kW
	60 kW
	103 kW



	375 Wh
	97 Wh
	111 Wh
	150 Wh



	>1,000,000 cycles
	>1,000,000 cycles
	N/A
	~1,000,000 cycles



	6.4 Wh/kg
	3.5 Wh/kg
	4.4 Wh/kg
	2.3 Wh/kg



	3.15 kW/kg
	5.55 kW/kg
	2.4 kW/kg
	1.7 kW/kg



	57 kg
	27 kg
	25 kg
	61 kg












2.4. Flywheels vs. Batteries

Flywheels’ biggest competitor in most areas of use is batteries. However, flywheels have, as mentioned earlier in the chapter, advantages over batteries.


2.4.1. Specific Power

As seen in Table 5, state-of-the-art mobile flywheel systems have 6.4 Wh/kg or 5550 W/kg, respectively. Batteries can be optimized for either power or energy, for example SAFT Li-ion batteries come in high-power cells of 61 Wh/kg and 1150 W/kg and high-energy cells of 144 Wh/kg (for the whole system) [36].



2.4.2. Usable Life

Both cycle life and lack of degradation over time speak in favor of flywheels, as discussed above and seen in Figure 2.



2.4.3. Environmental Footprint

The environmental footprint of flywheels can potentially be very small, as flywheels can be built with non-hazardous materials and are easy to recycle.



2.4.4. Temperature Sensitivity

Flywheels are generally less sensitive to the ambient temperature than batteries. Some important thermal limits are set by the temperature in: the windings, to avoid melting; the magnets, to avoid demagnetization; and the composite material, to avoid burning it.

Li-ion batteries experience both capacity and power fade at higher temperatures [26].



2.4.5. State-of-Charge Estimation

There are various techniques to estimate battery state-of-charge (open circuit voltage, terminal voltage, impedance spectral estimation, Coulomb counting, etc.) [37] with varying performance during different operating conditions. For a flywheel energy storage, the state-of-charge is directly measurable from the rotor speed.

There are four areas where batteries, for the time being, are decidedly better than flywheels:


	Energy density;


	Self discharge;


	Steady output voltage;


	Cost per kWh.




Regarding costs, battery prices have decreased significantly in the last decade. The yearly decrease is 14% between 2007 and 2014 [38], to about 300 USD/kWh in 2015. The driving force behind this development is mass production.





3. Applications

Not all applications listed below are strictly automotive; however, technology developments in related areas are important for flywheel technology in general.


3.1. Buses

An ordinary Swedish bus runs about two million km before it is taken out of service for good. If the bus is operating in urban areas, this means a huge number of starts and stops, making the flywheel a very interesting option for the power handling system on board. Flybrid Systems report a 45% fuel savings for a 17 metric tonnes bus on the London bus drive cycle [31].

The first flywheel buses were the gyro-buses, developed by the company Oerlikon during the 1940s. They relied on the principle of a big and slow steel flywheel. The flywheel weighed 1500 kg and had a diameter of 1.6 m. The energy storage capacity was 6.6 kWh at 3000 rpm rotational speed [39].

The first two buses were shown to the public in Switzerland in 1950, and they were operating for ten years. The concept was brought to Congo, where twelve buses were operating. Some years later, 1956, Belgium was the next country to adopt the gyro-bus. By the beginning of the 1960s, all of the buses were gone from the streets. The reasons for the early retirement were high energy consumption, a great need for maintenance and repair and wearing of the road due to the heaviness of the buses [40].

After these first attempts, the development of the modern flywheel, light and fast, consisting of composite material (and sometimes suspended magnetic bearings), was beginning to take off. In the 1990s, at the University of Austin, Texas, a bus was equipped with a modern flywheel. This flywheel could store 2 kWh and was rated for 150 kW of continuous power [41,42]. They reported a flywheel for pulsed loads in a military vehicle in 2001 [43]. Another study presented the use of a small flywheel buffer for a fuel cell bus [44].

CCM is a Dutch company that has a long experience with flywheels for hybrid and electric propulsion. A successful test application was presented in 1996 in a city bus in Eindhoven. This test bus was 12 m long and 18 tons and was powered with a small (40 kW) liquified petroleum gas-fueled generator set for the average power supply and a flywheel system (200 kW/2 kWh) for the peak power management, including brake energy recovery. The bus showed up to a 30% fuel savings and a 90% emission reduction [45,46].

In London, there will soon be 500 buses out on the streets, equipped with a 0.4 kWh flywheel, enough to accelerate the bus from 0–50 kph and recover the energy when braking. This system is saving about 20%–25% of the energy, provided from diesel, implying yearly savings of around 5300 liters per bus. The payback time is assumed to be five years. Another advantage is that the flywheel system can be installed in existing buses, making the hybridization relatively inexpensive, smooth and easy [47,48,49]. The manufacturer, GKN Hybrid Power, is a part of GKN, which is listed on the London stock exchange and has a market cap of 5 BUSD.



3.2. Cars

In the last decade, the development and introduction of flywheels for use in cars have accelerated. One driving force is the presumed legislation regarding fuel consumption in cars and the consistent reduction of CO2 emissions, where the target for 2020 is set to <80 g CO2 per km. Furthermore, vehicle performance and local environmental concerns, like emissions and noise, are favorable with a hybridization.

In Formula 1, the flywheel has been used as a temporary energy storage since the rules were changed in 2009, allowing such equipment. The supplier of this KERS (Kinetic Energy Recovery System) was the company Flybrid Systems [5]; see Figure 3 and Table 6.

Figure 3. Flybrid Systems Formula 1 flywheel for the 2009 season. Note that the power requirements are quite high, and the mechanical power transfer system (a continuously-variable transmission) is a large part of the machine. Reprinted with permission from the copyright holder.
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Table 6. The specifications for the Flybrid systems Formula 1 flywheel.


	Property
	Value





	Usable energy
	111 Wh



	Power capability
	60 kW



	Max rotor speed
	64,500 rpm



	Rotor weight
	5 kg



	System weight
	25 kg



	Specific energy (rotor)
	22.2 Wh/kg



	Specific energy (system)
	4.4 Wh/kg



	Energy density
	8.5 Wh/L












Flywheels in motorsport have several charge/discharge cycles per minute, so stand-by losses are not a major issue. However, conventional driving patterns have higher standby efficiency requirements.

Flybrid Systems reported an 18% savings for a 1.7 ton saloon car on the New European Driving Cycle (NEDC) test cycle and a 35% saving for a 2.6 ton SUV on the U.S. Federal Test Procedures (FTP) driving cycle [31]. The implemented flywheel energy storage systems are focused on providing power, off-loading a high-energy/low-power source. Flybrid Systems was bought by Torotrak PLC in 2014. Torotrak is listed on the London stock exchange and has a market cap of 23 MUSD.

Jaguar used a mechanical flywheel system from Flybrid Automotive in their hybrid car Jaguar XF from 2011. The flywheel is made of composite, and the transmission to the driving wheels is made by a Torotrak/Xtrac CVT gearbox. The system weighs 65 kg and stores 120 Wh at 60,000 rpm. The maximum power to be delivered is 60 kW. The fuel savings is around 20% [50]; see Figure 4.

Figure 4. Jaguar hybrid car flywheel. Reprinted with permission from the copyright holder.
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Furthermore, Volvo is on track to use mechanical flywheels for power handling. Their flywheel from Flybrid Systems, installed in a Volvo S60, is similar to the one from Jaguar, allowing a 60 kW boost and around a 20% reduction in fuel consumption [51].

The Williams Formula 1 team developed a system similar to Flybrid Systems’, but it was never used during an Formula 1 race. Nevertheless, their technology has been used in other races, such as the Le Mans 24 h race in 2012, where an Audi R18 e-tron quattro became the first hybrid car to win the race. The magnetic part of their flywheel rotor consists of magnetically-loaded composite material instead of solid magnets. The rotor is also rotated in a partly depressurized environment to decrease the peripheral drag losses at the same time as allowing the bearings to operate in atmospheric pressure. The storage capacity is 140 Wh, and the rated power is 150 kW [52,53,54]. A photo of a GKN Hybrid Power flywheel can be seen in Figure 5.

Figure 5. GKN Hybrid Power Flywheel. Reprinted with permission from the copyright holder.
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In 2010, Porsche launched the racing car Porsche 911 GT3 RS Hybrid. It is equipped with an electric 120 kW flywheel power buffer from GKN Hybrid Power. The flywheel is charged only by braking and can be fully charged, and recharged, in 6–8 s. The maximum speed is 40,000 rpm [55].

DTI, Punch Powertrain, CCM, Bosch, SKF and Technical University of Eindhoven (TU/e) joined forces in the EcoDrive project to develop a mechanical system for hybrid heavy vehicles. It consists of a steel flywheel for energy storage and a push-belt CVT (continuously-variable transmission) for power transmission [56]. The flywheel unit is 150 mm in diameter and weighs about 20 kg. The rotational speed is 35,000 rpm, and standard bearings are used. TU/e has also been involved in the design and development of electromechanical flywheels for regenerative energy storage in mobile applications. They developed a system together with CCM, called EMAFER (Electro Mechanical Accumulator For Energy Reuse) [57].

Uppsala University has been performing research in the field. So far, three Ph.D. theses have been written within the flywheel subject. The main focus has been car drive line systems, but in later years, there has been some focus on other applications, as well, such as grid energy storage, wind power smoothing, cable ferries and larger vehicles, such as buses and garbage trucks [3,8,58,59,60,61,62,63,64,65].



3.3. Container Cranes/Straddle Carriers

Container cranes (also known as straddle carriers) are operating in ports and other areas where goods are handled. A lot of energy is used to move and pile heavy containers, and the energy is supplied by a diesel generator, providing the hoist motor, the gantry motor and the trolley motor with electricity. When reversing these motors, for example when lowering a container, the energy recovered is wasted as heat in a resistor bank. A clear business case for a flywheel is to store this energy and release it when it is needed again. There are considerable amounts of energy to be saved: an 8 m lift of a 50 ton container corresponds to more than 1 kWh of energy. A crane working in shifts, lifting 60 containers per hour in a busy port, will reach 100,000 cycles within three months.

A test was performed by the Center for Electromechanics, University of Texas, Austin, USA, and VYCON Inc., Cerritos, CA, USA. Two flywheel unit systems were installed in a container crane. The flywheels were rated for 60 kW each and could store 0.3 kWh each, with speeds spanning between 10,000 and 20,000 rpm. From data from the ports of Los Angeles and Long Beach, CA, USA, it is assumed that every container takes a minute to handle, and the typical weight of a shipping container is 15 metric tonnes (to add to the 10 metric tonnes weight of the spreader that grabs the container). An energy savings for a single crane of around 100 MWh per year is theoretically possible, assuming operation 10 h a day, 365 days a year.

The test results were very promising, yielding a two-way efficiency of the complete system of 46% (most of it related to mechanical losses in the hoist system, not to the flywheel system). The fuel consumption was reduced by 21%, emissions of nitrous oxides by 26% and particulate emissions by 67%. It is also worth noticing that the number of cycles, 100,000–200,000 per year, would be hard to achieve with batteries, since their lifetime would be severely compromised [66,67].



3.4. Construction Machines

The case for some construction machines is the same as for straddle carriers: many starts and stops, together with many heavy lifts. The main advantage might be that the diesel engine can be downsized and run with a higher average efficiency, since the flywheel takes care of the sudden peak powers.

Ricardo has built a 101 kW/55 Wh flywheel, with specific power/energy of 1 kW/kg and 0.55 Wh/kg, respectively. The application is a 17 ton excavator, saving 10% of fuel under typical conditions. They estimate the fuel savings to be substantially greater if coupled with a downsizing of the main engine together with improvements in the hydraulic system. Note that this is for a semi-stationary excavator. For a wheeled loader application, the potential benefit is deemed greater, although with added technical difficulties. The flywheel is operating in a permanent vacuum, and energy is transferred in and out to the flywheel via a magnetic coupling device [68].



3.5. Garbage Trucks

Garbage trucks are a very interesting application for flywheels. The frequent start-and-stop behavior (and periodic high-power compression of the garbage) is ideal for recovering the energy with a flywheel.



3.6. Charging Stations

Charging stations represent high-power loads in the grid, and energy storage can mitigate the need for local grid strengthening measures. Furthermore, some projects aim to combine renewable energy sources in charging stations [69]. Local production has economical advantages, as the cost of electricity transport is highly reduced. There are several ongoing projects of charging stations with energy storage, as the ABB’s “flash charging” system for electric buses [70]. Flywheels are a competitive alternative to the super capacitors used in these projects.



3.7. Cable Ferries

There is a great potential in hybridizing cable ferries with flywheels. They have all the prerequisites: many cycles (this can easily be more than 30,000 cycles/year), high power demands, but relatively little energy to be stored. In addition, ferries are not so sensitive to additional volume or weight. For high-inertia steel flywheels, the gyroscopic force of the flywheel can be used to stabilize the ferry in rough seas [71]. A case study shows that there is also a considerably amount of money to save on hybridizing cable ferries. A total cost reduction of 480,000 USD (net present value) is possible, assuming a conservative scenario. The lifetime of the flywheel and the diesel price are the two main components of the total cost reduction [58].



3.8. Train Stations

When an electric train brakes, the energy is often wasted as heat due to the lack of an energy storage system. With such a system installed, the brake energy from one train can be used as acceleration energy for another train. The Metro of Los Angeles has installed a flywheel energy storage system at the Westlake/MacArthur Park Subway station on the red line. In fact, since the installation of the system in the Los Angeles Metro, provided by VYCON Energy, the energy consumption has decreased by around 20%, yielding a 540 MWh savings per year [72].

Texas University of Austin tested a flywheel intended for train brake energy recovery, which was designed to store 130 kWh at 15,000 rpm, and tested it up to 13,600 rpm. The rotor was made from carbon fiber composites, and it was suspended by active magnetic bearings axially and radially. The rotor rotated in a vacuum. An electric machine rated at 2 MW was placed outside the vacuum. The rotor weight was 2.3 tons, yielding a specific rotor energy density of 56 Wh/kg [73].

CIEMAT, a Spanish public R&D institute, developed a stationary flywheel energy storage to recover braking energy. It has been tested in a metro station, and it is currently operated in a railway substation. The system is rated 350 kVA and 55 kWh.

CIEMAT is also involved in two electric vehicle charging projects with intermediate energy storage: the Ferrolinera project together with Adif (responsible for the Spanish railway infrastructure), attempting to recover the braking energy from trains to charge electric vehicles; there is one test site in operation; the second project, Train2Car, is similar, but for the metro system. The main partners are Siemens and Citroen. The first station is already operative out of the 150 planned, although no flywheel is implemented in the energy storage system.



3.9. Trams

There are some cities that want “wireless” operation in their tram system in the city center. A short-term energy storage system has been developed to operate in the range of 800 meters to 2 km, with a high number of deep discharges per day. Flywheels are an alternative technology to supercapacitors in this application.

CAF has an operating system in Zaragoza [74]. CCM was part of the “Ultra Low Emission Vehicle-Transport using Advanced Propulsion” (ULEV-TAP) consortium under the EU Brite-Euram program. They integrated a flywheel in the drivetrain of a tram in Karlsruhe to demonstrate the novel hybrid propulsion technology ULEV-TAP. The vehicle was an eight-axle articulated tram, built in 1959 and only recently removed from service. It consists of three compartments with an overall length of 27 m.

Alstom was part of the European consortium that tested CCM system. They have integrated the system in a Citadis tram for Rotterdam. The city of Rotterdam required a solution that could run through the Erasmus bridge without the catenary, tested in 2005 [75]. The concept was proven, and now they have a partnership with GKN to use their flywheel system [76].



3.10. Frequency Regulation

Flywheels can be used to regulate the power on the grid, based on the grid frequency. Flywheels have been shown to provide more benefits to the grid when performing frequency regulation than other resources. For example, 1 MW of flywheel energy storage corresponds to 1.4 MW of hydro power, 22 MW of steam turbines or 23 MW of combined cycle combustion plants [77].

Beacon Power is the leading supplier of regulating power with flywheel energy storage, building and maintaining two facilities delivering frequency regulation to the grid in the northeastern USA. They have two plants rated at 20 MW, 5 MWh each in Stephentown, New York (started June 2011), and Hazle Township, Pennsylvania (started in July 2014). With 10% of the installed power capacity, they control 30% of the market by responding early to the area control error [78,79]. The round trip efficiency is 81%. It has been shown that the CO2, SO and NOx emissions are greatly reduced if flywheels displace coal or natural gas for frequency regulation (72%–98% decrease). Displaced hydro also entails a corresponding 26% reduction [80].

In 2011, the company had economic problems, but was restructured and made profitable after a change in policy from the Federal Energy Regulatory Commission. The “Pay for performance”bill increased the revenue for the company, since they provide more service to the grid than other regulation units in the market, when accounting for dynamic performance and ability to follow the control signal [81].



3.11. Micro-Grid Stabilization

Beacon Power has used a flywheel system to stabilize and greatly decrease emissions from the micro-grid of the airport at St. Paul’s Island in the Bering Sea. The grid is comprised of a wind power plant and a diesel generator [82]. Beacon Power has recently participated in a smart grid project on Ireland (driven by the Irish Transmission System Operator (TSO), EirGrid) [83]. Another company looking into similar markets is Amber Kinetics, who are working on a low-cost steel cylinder solution [84]. They have projects related to PV-microgrids in Hawaii, USA, and factory peak demand management in California, USA [85].



3.12. Power Quality

Active Power provides flywheels to ensure the power supply in data centers, healthcare, transportation, broadcasting, casinos and industrial applications. The power specifications of the flywheels range from 150 kVA–3 MVA. The company has delivered over 4000 flywheel units to more than 50 countries and is listed on the NASDAQ stock exchange with a market cap of 47 MUSD [86].

Local high-power buffers can also offset the need for grid investments for industries. An example is a flywheel for powering seam-welders, presented in [87]. The flywheel is a magnetically-levitated composite flywheel, rated at 250 kW and 1 kWh.




4. Manufacturers and Research Groups

See Table 7 for a list of flywheel energy storage manufacturers and Table 8 for flywheel research groups. The research groups were selected from the proceedings of a few recent conferences related to the field. Please note that the following tables are not meant to be exhaustive lists of either all groups or their publications. They are meant as a starting point for an interested reader.

Table 7. List of flywheel manufacturers.


	Manufacturer
	End application





	ABB
	Micro-grid stabilization [88]



	Active Power
	UPS for data centers, hospitals, broadcasting, industries, etc.



	AFS Trinity
	Formula 1 [89]



	Alstom
	Citadis/Rotterdam tram



	Amber Kinetics
	Micro-grids



	ATZ
	Transportation [90]



	Beacon Power
	Grid frequency regulation



	Boeing
	Mobile power inside factories



	Caterpillar
	UPS



	CCM
	Buses, cranes



	Flybrid Systems
	Formula 1



	Flybus
	Bus power buffers



	Flywheel Energy Systems
	Several



	Kinetic Traction Systems
	Train stations, Power quality



	LaunchPoint Technologies
	UPS, Train stations, Military



	Lockheed Martin (Sandia Laboratories)
	Research



	NASA
	Attitude control for satellites Optimal Energy Systems



	PowerThru
	UPS



	Ricardo
	Excavators



	Satcon Technology Corporation
	Space applications



	Seakeeper
	Active stabilization of boats up to 140 tons



	Texas Bus
	Bus power buffers



	Traxler, mecos
	UPS



	U.S. Flywheel Systems
	Cars



	Vox Solaris
	UPS



	Vycon & Calnetix
	Train stations, cranes [4]



	GKN Hybrid Power
	Racing and buses








Table 8. List of flywheel research groups.







	University
	End application
	Recent reference





	Austin, Texas, U.S.
	Buses, cranes
	[91]



	Beihang University, China
	Space applications
	[92]



	Beijing University of Aeronautics and Astronautics
	Space applications
	[93]



	Bialystok University of Technology, Poland
	
	[94]



	Chiba University
	Electric vehicles
	[95,96,97,98]



	National Chung Cheng University, Taiwan
	
	[99,100]



	Chungnam National University, Korea
	Grid
	[101]



	CIEMAT, Spain
	Train, tram
	Spin off company Elytt [102]



	National University of Defense Technology, Changsha, China
	Space applications
	[103,104]



	Darmstads, Germany
	
	[105]



	Technical University of Dresden, Germany
	
	[106]



	Technical University of Eindhoven, TU/e, Netherlands
	
	[56]



	Hanyang University, Korea
	
	[107]



	Harbin Engineering University, China
	
	[108]



	Kyushu Institute of Technology
	Superconductive suspension
	[109,110]



	Nanjing University of Aeronautics and Astronautics, Nanjing, China
	Space applications
	[111]



	Universidade Federal do Rio de Janeiro, Brazil
	
	[112]



	Saxony, Germany
	
	[113]



	Texas A&M, USA
	Space Applications
	[114]



	Tsinghua University, China
	Oil drills
	[115]



	Turin, Italy
	
	[116]



	Uppsala, Sweden
	Cars, ferries and grid
	



	University of Virgina, U.S.
	
	[14]



	University of Windsor, ON, Canada
	Electric vehicles
	[117]



	Vienna University, Austria
	
	[118]



	Wuhan University of Technology, Hubei, China
	Electric vehicles
	[14,119]



	Zhejiang University, Hangzhou, China
	
	[120]



	ETH, Zurich
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