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Abstract:

 In recent years, due to the rise in petroleum prices and greenhouse gas emissions, renewable energy has been recommended as a power source for different types of facilities. For the period 2010 to 2020 the European Commission has established three key objectives related to climatic change and energy sustainability, such as reductions of CO2 emissions, increases in the use of renewable energy, and improvements in energy efficiency. A key industry is olive oil production in olive mills, where there is a great opportunity to reduce electricity consumption, increase additional profits related to the reduction of technologies that are harmful to the environment, and to cut back maintenance costs. For this reason, a feasibility study of grid-connected photovoltaics (PV) systems has been carried out for different types of olive mills in Andalusia (southern Spain). This region is highly energy dependent, but has an abundance of “green” resources to be exploited. The results of this study contemplate a reduction in spending on electrical power of between 2% and 37%, and an increase in the use of renewable energy of between 2% and 26%. These results are according to the self-consumption or net metering policy and the production capacity of olive oil.
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1. Introduction

At national and global levels, the political strategies in energy are a priority, especially in the use of renewable energy sources for the generation of electricity, heat, or biofuels [1]. Specifically, at the end of the 20th century, the photovoltaic systems were seen as an environmentally friendly option to generate electricity [2], but the evolution during the first years of the 21th century was exponential: from 1.6 GW of global PV installed capacity in 2000 to 138.9 GW in 2013 [3]. In Europe, PV covers 3% of the electricity demand and 6% of the peak electricity demand. The maximum installed capacity per year was reached in 2010 (22,250 MW/year), and decreased in 2012 (17,726 MW/year) and 2013 (10,975 MW/year), but according to the European Photovoltaic Industry Association forecasts, the annual installed capacity will increase in the following years, reaching in 2018 between 8290 MW/year (low scenario) and 17,185 MW/year (high scenario).

PV energy is one of the renewable energy resources widely used in the agriculture sector for various applications [4,5], such as water pumping systems for irrigation, or electricity generation for the agro-food sector [6,7], but it is not widely used for olive oil production.

Olive oil is a crucial industry in the agro-food sector in Europe since it provides approximately 73% of the world’s olive oil production [8]. The industry is based in the Mediterranean Basin, specifically in Spain, Italy, Portugal, France, Cyprus, Slovenia, and Malta. According to data available from 2010, 50% of all olive fields are situated in Spain, 26% in Italy and 22% in Greece [9]. Sixty six percent of European olive oil production is sold internationally. In 2011, 45% of production was sold in Europe, Spain being the main producer and Italy the main purchaser within the European Union. Between 2010 and 2011 exports to countries outside the euro zone reached 447,000 tonnes, of which Spain sold approximately 225,000 tonnes and Italy sold 160,000 t, while USA, Brazil, Japan, Australia, Russia and China were the countries that imported the most olive oil [9]. As can be seen from these figures, this industry is generally very important for countries in Southern Europe and particularly for the main olive oil producer, Spain.

After several years of stagnant olive oil prices, the profitability of the sector depends on reducing production costs and energy consumption, which is one of the biggest expenses in this agro-food industry. Therefore, the optimization or minimization of energy consumption in olive mills has become a main concern of the people managing this industry.

In addition, there is a common interest related to the contracting of power for these types of facilities since most of the production is done only during a period of four or five months (normally from December to April). The facilities and electrical supply contracts have been designed to meet these consumption peaks and therefore the installations are “oversized” the rest of the year, entailing unnecessary costs.

Despite olive mills being simple facilities, leading us to think that there is little that can be done, this study will demonstrate that it is possible to reduce energy consumption from traditional sources (fuel, grid network, etc.) with the help of renewable sources, obtaining similar production levels at a lower cost.

As we will demonstrate, the use of renewable energy is the best solution to reduce energy costs and equivalent CO2 emissions, but not all renewable sources are adequate for this purpose. Based on the climatic conditions in Southern Europe, one type of system was analyzed, this being solar energy.

The research discussed in this article is based totally on the data obtained in a study carried out by the Andalusian Federation of Agricultural Cooperatives (FAECA) [10]. In this study the real energy consumption and production of 87 oil mills was analyzed and then the mills were classified in three groups based on the amount of olive oil they produced, as seen in Table 1.

Table 1. Classification of olive mills based on total production. The average electrical consumption is indicated for each group [10].


	Classification of Mills
	Total Production (t)
	Electrical Consumption (kW·h)





	Small
	<1000
	92,000



	Medium
	[1000, 5000]
	435,000



	Large
	˃5000
	922,500










The main aim of this paper is to assess the feasibility of these systems, proving that the grid parity paradigm is possible and profitable, and to contribute to future studies in other countries, which is the tendency in European Union Policy. We will determine whether the required energy for small, medium and large size olive mills in Andalusia can be economically met by grid-connected PV systems. The study will also improve understanding of the usage of renewable energy in commercial activities such as the agro food industry. We will investigate the solar power potential of the region, and present a load model of the olive mills along with an analysis of solar radiation patterns of Andalusia, where climatic conditions are similar to those of the entire Mediterranean basin where there are other important olive oil producing regions.



2. Olive Mills Energy Consumption

The energy consumed by olive mills can be divided into two types: electrical and thermal, the first type being supplied by the electrical grid and consumed during the stages of cleaning the fruit (conveyors, bar screens, washing machines, engines, etc.) and grinding (grinders and centrifugal pumps). The second type is used to heat both the water for the centrifuges and the water that maintains the temperature of the dough mixer at around 30 °C and the room temperature of the cellar between 15 °C and 20 °C. Normally, the water is heated by a boiler that has traditionally used fossil fuels, such as diesel, while some of them currently use biomass as a source of energy.

In addition to the phases that directly affect the olive oil production process, there are other facilities that require electricity for operation such as offices, lighting and air conditioning.

The average power consumption of different mills according to their production output is shown in Table 1.

Obviously, as seen in Table 1, the energy consumption depends on the olive oil production, so by knowing the average annual production output and the electrical consumption of the oil mills studied [10], we can show, in Table 2, the electrical consumption per tonne of olive oil for each of the three previously defined groups of oil mills.

Table 2. Classification of olive mills according to the electrical consumption vs. total production ratio [10] (years 2007–2009).


	Classification of Mills
	Electrical Consumption/Total Production (kW·h/t)
	Electrical Cost/Total Production (€/t)





	Small
	177.11
	26.75



	Medium
	194.55
	21.26



	Large
	131.55
	15.48










As expected, the oil mills classified as large are the most efficient since they have lower specific consumption values. Presumably, these types of oil mills, being mainly the result of expansions or being recently constructed, have more modern and efficient technology.

In contrast, the fact that the cost-production ratio is higher in the small size oil mills could be due to fixed operation costs similar to those of a medium size oil mill affecting a lower production output.

Using the data shown in the previous tables and available resources we can develop a model that will allow us to size the power system of olive mills with the contribution of renewable energy sources, with the aim of maximizing the sustainability of this agro-food industry sector.


The Influence of Temporariness on Energy Consumption

This ago-food sector is characterized by temporariness since it depends directly on the weather. As a consequence, electrical consumption levels throughout the year are not constant. The energy consumption of the oil mills audited by FAECA was obtained for the time period of one year. This data is shown in Figure 1, where we can clearly see the temporariness of this consumption.

Figure 1. Average electrical energy consumption of olive mills depending on their classification.



[image: Energies 08 11939 g001 1024]










3. Renewable Energy Resources

Andalusia has an area of about 87,268 km2 and it is located in the south of Spain, with longitudinal and latitudinal positions of 37.38 N and 5.98 W (see Figure 2), in the warm-temperate region.

Figure 2. Location of Andalusia highlighted in Southern Spain [11].
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In general, it has a Mediterranean climate with dry summers, although occasionally there are heavy rainfalls and torrid temperatures. In the winter, the tropical cyclones go southwards and they allow entering in the Andalusian territory the polar front. Still, within Andalusia there is considerable climatic variety between areas: annual rainfall in the rainiest area exceeds 750 mm·yr−1 with no frost (mean annual temperature of 18–19 °C) and in the sub-desert area the annual rainfall is less than 300 mm·yr−1 (mean annual temperature of 17–21 °C) [12]. The average temperature in Andalusia throughout the year is over 16 °C, where the coldest month is January with an average temperature of 6.4 °C and the hottest months are July and August with an average temperature of 28.5 °C.


Solar Resources

For this study, monthly solar radiation data was obtained from the National Renewable Energy Laboratory (NREL). The daily global horizontal radiation and clearness index over the year are shown in Figure 3. The global horizontal solar radiation ranges from 2.2 kW·h/m2/d to 7.6 kW·h/m2/d, with a scaled annual average value of 4.9 kW·h/m2/d. The solar irradiance is higher from April to September than from October to March. With the software application used in this study (HOMER, Hybrid Optimization of Multiple Energy Resources software, Boulder, CO, USA), the clearness index is automatically determined when the daily radiation data is used as input data [13].

Figure 3. Daily global horizontal solar radiation and clearness index in Andalusia implemented with Hybrid Optimization of Multiple Energy Resources (HOMER) software.
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4. Materials and Methodology

The system was designed using HOMER (Hybrid Optimization of Multiple Energy Resources), model optimization modelling software developed and regularly improved by the U.S. National Renewable Energy Laboratory (NREL) to assist in the design of micro-power systems. It helps in the comparing and optimizing design of power generation technologies (PV, wind, hydro, biomass, etc.). HOMER models a renewable energy system’s behaviour, its life-cycle cost and allows selection of optimal design options based on technical, economical and environmental criteria.

To judge the feasibility of olive mills powered by grid connected PV systems, technical and economical evaluation criteria is applied. HOMER evaluates the technical feasibility of the system with several alternatives and shows all solutions, between them the optimum solution that can meet the load demand, and then economical parameters are calculated. The technical feasibility study relies on the area to place the solar PV modules and mainly of the electrical load and energy consumption. The calculation assesses all costs occurring within the project’s lifetime (initial set-up costs, component replacements, maintenance and operating costs and the purchasing power costs from the grid). The lifetime cycle cost of the system is represented by the net present cost (NPC) and calculated according to the following equation [14]:
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(1)




where TAC is the total annualized cost (€/year) and CRF is the capital recovery factor given by:
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(2)




where N is the number of years and i is the annual real interest rate (%). Another criterion that is widely used in any economic evaluation of a project, is the cost of the energy (COE) produced by the system. COE represents the unit cost of the energy produced by the system and can be calculated by dividing the total annualized cost by the annual produced energy EPV:
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(3)





4.1. System Model

The proposed system designed to ensure electrical and thermal consumptions is shown in Figure 4. The systems used (based on renewable sources which provide power to the processes of the olive mill) will be a PV array and a biomass boiler, both independent. The PV system is dedicated to providing electrical energy and will be always connected to the grid by means of a bi-directional meter. The thermal consumptions correspond to satisfying hot water needs; to maintain the temperature of the dough in the beater at around 28 °C and the cellar temperature between 15 °C and 20 °C. The water is heated by the biomass boiler.

Figure 4. Basic setting of loads and sources in HOMER.
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In this study, we will calculate the optimum solution for the three groups of olive mills (small, medium and large), with respect only to the electrical consumption shown in Table 1. The monthly electricity load profile for the three groups of olive mills is shown in Figure 1. As mentioned above, note that the months of highest activity range from November to April. In the rest of the months, there is minimum electrical consumption due only to the office facilities (lighting, air-conditioning, etc.).





4.2. Economics

Taking an average project lifetime of 25 years, the real interest rate considered is 0.4%. The real interest rate is equal to the nominal interest rate minus the inflation rate. The appropriate values for these variables depend on the macroeconomic conditions of the region where the research is being carried out. For the Euro Zone in particular and according to the information provided by the Central European Bank, these conditions include a nominal interest rate of 0.2% and an inflation rate of −0.02% (for December 2014) [15].



4.3. Photovoltaics (PV) Module

The PV output majorly depends on the available solar radiation. The PV system (modules and inverter) is designed in this study to produce AC. The power output of the PV system can be calculated using the following formula:
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(4)




where WPV is the peak power output of the PV module (kW), fPV is the PV derating factor (%), GT is the solar radiation incident on the PV module in the current hour (kW/m2), and GS is the incident radiation under standard test conditions (1 kW/m2).
The PV module becomes less efficient as its temperature increases therefore the effect of temperature in the power output is taken into account in this study by means of the following equation:
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(5)




where kP is the temperature coefficient of power (% per °C), TC is the PV module temperature in the current hour (°C), and TSTC is the PV module temperature under standard test conditions (25 °C).
In this paper, a hundred PV array sizes (1–100 kW) are analyzed. Estimates of total installed costs and operation and maintenance costs have been obtained from NREL [16]. Table 3 shows the cost and characteristics of the PV system that HOMER needs to make optimization.

Table 3. PV system cost and characteristics.







	Description
	Cost/Information
	Units





	Capital cost
	3552
	€/kWAC



	Replacement cost
	2330
	€/kWAC



	O&M
	17.7
	€/year



	Life time
	25
	years



	PV tracking
	No tracking
	



	Derating factor
	80
	%



	Slope
	37.17
	degrees



	Ground reflectance
	20
	%










Derating factor is a simply term to account for any divergence between the rated performance under ideal conditions and the final performance of the module due to high temperature, shading, and so on. The derating factor istypically considered 90%, and in regions with warm climates down to 80%. In our case, the shading effect [16,17,18] is not very important because olive mills are usually located in rural areas without high buildings and the PV panels are usually installed on the roof, therefore we decided to use a derating factor of 80%.

Replacement cost has been estimated according to the photovoltaic system pricing trends in 25 years [19].



4.4. Grid Input

The electricity grid rates vary depending on the time at which consumption occurs, so oil mills can obtain discounts in energy prices. In our case, there are three time periods with different energy prices called Peak, Off-peak, and Shoulder. Figure 5 shows how these time periods are distributed throughout the year.

Figure 5. Rate schedule implemented in HOMER.
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In our study the power prices and the rates associated with the electrical power limit installed have been averaged for each time period and are different depending on the type of oil mill. Obviously, these differences occur because the electricity companies have different price agreements with the oil mills that depend on the latter’s total power consumption. In Table 4 and Table 5 we can see the prices for each oil mill type and time period in the year 2014.

Table 4. Grid power price.


	€/kW·h
	Off-Peak Rate
	Shoulder Rate
	Peak Rate





	Small
	0.0828
	0.1248
	0.1324



	Medium
	0.0590
	0.0890
	0.0945



	Large
	0.0697
	0.1051
	0.1115








Table 5. Demand price.


	€/kW/Month
	Off-Peak Rate
	Shoulder Rate
	Peak Rate





	Small
	0.8067
	3.6114
	5.8562



	Medium
	0.5756
	2.5763
	4.1776



	Large
	0.6793
	3.0409
	4.9311












The energy produced by the PV system and that is fed to the grid is paid by the electricity company at a fixed price of 0.05 €/kW·h.



4.5. Equivalent CO2 Assessment

The electricity produced by a PV system is free of CO2 emissions, but to manufacture the modules and other components (inverters, aluminium frames, etc.) that make up a PV installation, non-renewable energy resources are consumed. The equivalent CO2 emissions, associated with the production of electricity in Spain (Grid electricity) and the manufacture of all the components of a PV installation are respectively 330 g/kW∙h and 37 g/kW∙h [20,21], therefore using these data and the energy provided by the grid and the PV panels we can easily calculate the number of tonnes of equivalent CO2 emitted into the atmosphere every year for the three types of oil mills.




5. Results and Discussion

HOMER simulates all the search space system configurations and outputs the feasible systems in increasing order according to their Net Present Cost (NPC). The optimization results for the olive mills powered by grid connected photovoltaic systems are shown in Table 6, where the electrical power limit that must be contracted from the electricity company depending on the type of oil mill (small, medium or large) is indicated. In the other columns we can see the PV capacity installed that would permit the largest reduction in electricity, operation and maintenance costs.


Table 6. Power.



	
Unit: kW

	
Grid

	
PV Grid Connected




	
Self-Consumption

	
Monthly Net Metering

	
Annual Net Metering






	
Small

	
139

	
7

	
9

	
36




	
Medium

	
657

	
10

	
15

	
15




	
Large

	
1393

	
33

	
49

	
100











The PV capacity to install that would reduce these costs depends on the billing and metering policy (self consumption and/or net metering) and on the billing period established with the electricity supply companies. Currently, the power installed (for consumption not production) from grid connected renewable sources is limited to 100 kW by Spanish regulations, as is the case in our study. For this reason, the optimum configuration for large oil mills is one where the installed power is the greatest possible in net metering with annual billing and metering. If this limit, imposed by Spanish regulations, did not exist the result of the optimization would be more installed PV power.

In self-consumption, the oil mill will firstly consume the energy produced by its PV system and the rest of the energy demand (not covered by solar panels) will be provided by the grid. By contrast, in the months when the energy demand is lower than the energy produced by the solar panels (May to October), any excess energy produced will be fed to the grid at the price stipulated by the electricity company and the oil mill (see Figure 6). The following expression is used to calculate the net cost of energy in self-consumption mode during the billing period:

Figure 6. Scheme of grid-connected PV system and differences between self-consumption and net metering [22].
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(6)




where IESC (kW·h) is the electrical energy taken from the grid during the billing period, CGrid (€·kW·h−1) is the price the oil mill pays for the energy consumed from the grid, EEsc (kW·h) is the excess electrical energy (produced by the PV system) that is fed to the grid during the billing period and CPV (€·kW·h−1) is the price that the electricity company pays for this energy from a renewable source.
According to the result of the optimization shown in Table 6, in self-consumption it is more cost effective to have 7 kW, 10 kW and 33 kW of power installed in small, medium and large oil mills than to install a 100 kW PV system, this amount being the maximum power permitted by Spanish legislation for electricity consumers.



In net metering, the energy consumed by the oil mills is obtained directly from the electrical grid and all the energy produced by renewable sources is fed to the grid. In this study, the system has been optimized when the billing and metering are carried out monthly and annually. As seen in Table 6, the results of the optimization are different depending on whether the bills have been settled monthly or annually. Currently in Spain, net metering is not regulated, but it is in other oil producing countries in the Mediterranean basin and the results of the optimization could be applied there.

To calculate energy costs in net metering, with monthly or annual billing periods, the following expression is used:
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(7)




where IENM (kW·h) is the total electrical energy consumed by the oil mill and therefore obtained from the grid during the billing period and EENM (kW·h) is the total electrical energy produced by the PV system that is fed to the grid during the billing period.
In the following sections we will present the economic and environmental data that quantitatively demonstrates the results shown in Table 6.


5.1. Economic Impact

The main measure used for evaluating the cost-effectiveness of a project, and therefore the optimization measure in HOMER software, is the Net Present Cost (NPC) during the useful life of the PV system installation, which in this study is considered to be 25 years due to manufacturers’ recommendations. The result of the NPC for the different types of oil mill and different billing and metering policies are shown in Table 7. Here we can clearly see that traditional supply (Electrical Grid) is more expensive than supply from grid connected PV systems and that the cheapest billing and metering solution (within the next 25 years) is net metering with annual billing while the most expensive solution is self-consumption.


Table 7. Net present value (NPC).



	
Unit: ×103 €

	
Grid

	
PV Grid Connected




	
Self-Consumption

	
Monthly Net Metering

	
Annual Net Metering






	
Small

	
378

	
374

	
368

	
341




	
Medium

	
1275

	
1277

	
1273

	
1273




	
Large

	
3192

	
3185

	
3156

	
3126











The second parameter is shown in Table 8 where we can see the price of kilowatt-hour, with supply only from the electrical grid or with the grid connected PV system. Again, this demonstrates that the hybrid system is more cost-effective than the traditional one. If we compare the results of the different billing and metering policies, annual net metering continues to be the cheapest, while self-consumption is the most expensive.


Table 8. Cost of energy (COE).



	
Unit: €/kW·h

	
Grid

	
PV Grid Connected




	
Self-Consumption

	
Monthly Net Metering

	
Annual Net Metering






	
Small

	
0.183

	
0.173

	
0.167

	
0.115




	
Medium

	
0.130

	
0.129

	
0.128

	
0.128




	
Large

	
0.154

	
0.151

	
0.148

	
0.140











The results shown in Table 8 come from calculations based on the rates detailed in Section 4.4, which are the averages of all the rates available for each of the oil mill types.



5.2. Sustainability and Environmental Impact

In this section, we address energy sustainability and environmental impact of the most cost-effective solutions for each of the three types of oil mills. The first parameter, that can help us measure the degree of sustainability, is the percentage of energy consumption provided by renewable sources. The second parameter, related to environmental impact, refers to the direct and/or indirect CO2 emissions.

If we consider electrical consumption alone, we can see in Table 9 the percentages of electrical energy supplied by the PV installations with respect to the total electrical energy demand of the oil mills.


Table 9. Renewable percentage.



	
Unit: %

	
Grid

	
PV Grid Connected




	
Self-Consumption

	
Monthly Net Metering

	
Annual Net Metering






	
Small

	
0

	
6

	
8

	
26




	
Medium

	
0

	
2

	
3

	
3




	
Large

	
0

	
3

	
4

	
8









For these calculations, the energy supplied by biomass boilers to the thermal loads has not been taken into account. Had this been considered, the percentage of energy (electrical + thermal) supplied by renewable sources with respect to the total energy demand would be considerably higher.



As a result, the percentage of use of renewables goes from 2% to 26% for the technically viable and most cost-effective solutions.

In Table 10 the annual electrical consumption of the three types of oil mills have been calculated and specified according to the billing and metering policy, the energy provided by the grid, and the energy from renewable sources. Taking into account the equivalent CO2 factors above mentioned for the grid and PV systems, the average emissions can be calculated for the three types of oil mills supplied solely by the grid (Table 11), as well as the emissions from grid connected PV systems of the optimized solutions.


Table 10. Annual electrical consumption.



	
Unit: kW·h/year

	
Self-Consumption

	
Monthly Net Metering

	
Annual Net Metering




	
Grid

	
PV

	
Grid

	
PV

	
Grid

	
PV






	
Small

	
84,079

	
12,036

	
82,484

	
15,475

	
69,746

	
61,902




	
Medium

	
422,928

	
17,193

	
416,918

	
25,791

	
416,918

	
25,791




	
Large

	
882,735

	
56,738

	
864,175

	
84,248

	
820,142

	
171,935










Table 11. Equivalent CO2 for electrical power grid and grid-connected PV system.



	
Unit: t/year

	
Grid

	
Grid-Connected PV System




	
Self-Consumption

	
Monthly Net Metering

	
Annual Net Metering






	
Small

	
30.4

	
28.2

	
27.8

	
25.3




	
Medium

	
143.6

	
140.2

	
138.5

	
138.5




	
Large

	
304.4

	
293.4

	
288.3

	
277











Seeing the results shown in Table 11, the following reductions of equivalent CO2 emissions can been achieved: up to 16.7% in small oil mills, 3.6% in medium oil mills and up to 9% in large oil mills. In Figure 7 the emissions of the three types of oil mills are shown in a bar chart.

Figure 7. Comparison between emissions of equivalent CO2 in olive mills powered with grid-connected PV and without renewable energies according to metering policy.
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5.3. Impact on the Market

As we mentioned at the beginning of this article, the price of olive oil has peaked while its production costs have risen, mainly due to the increase in electricity prices. Therefore, another aim that we had in mind when tackling this study was to reduce the production costs of olive oil from an energy perspective.

As result, in Table 12 is shown the real price in the year 2014 for the three types of oil mills, when they are solely grid connected and when they use grid connected PV systems, in comparison with the data shown in Table 2, where we could see the averaged energy price per tonne of oil produced between the years 2007 and 2009 [10].


Table 12. Energy price per tonne of olive oil produced (year 2014).



	
Unit: €/t

	
Grid

	
PV Grid Connected




	
Self-Consumption

	
Monthly Net Metering

	
Annual Net Metering






	
Small

	
32.41

	
30.64

	
29.58

	
20.37




	
Medium

	
25.29

	
25.10

	
24.90

	
24.90




	
Large

	
20.26

	
19.86

	
19.47

	
18.42











As can be seen in Table 2 and Table 12, between 2009 and 2014 the price per tonne of olive oil increased by 21% for oil produced in small mills, 19% for oil produced in medium size mills and 31% for oil produced in large mills (based on Spanish energy prices).

After looking for the optimal configuration in grid connected PV systems, we obtain reductions in the price of energy per tonne of olive oil of up to 37% in small oil mills, 2% in medium oil mills and 9% in large oil mills, depending on the billing and metering policy.

The reason that we can obtain a 37% reduction in the price of energy per tonne of oil in small oil mills lies in the fact that most of these mills have insufficient, or in some cases obsolete, technology and therefore there is a lot of room to manoeuvre in order to reduce costs with appropriate renewable energy systems. In contrast, the price per kW·h that the medium size oil mills benefit from is the lowest of the three types of mill studied (28.7% less with respect to small mills and 15.3% less with respect to large mills) and therefore the margin for reduction is quite limited.




6. Conclusions

We have studied the technical and economic viability of using grid connected PV systems for the electric installations that feed the equipment of a large sample of Spanish oil mills classified in three groups based on their production capacity.

To carry out this work HOMER software was used, which, based on the different possible configurations, provided the most cost-effective solution from an economic perspective for all the technically viable configurations, considering both the installation costs of the renewable energy system and the maintenance and replacement costs at the end of its useful life.

Three billing and metering policies have been considered for the grid connected PV systems, whose results have been compared with the traditional electrical supply where the rise in electrical energy prices has been quantitatively confirmed. However, the results of the simulations have been satisfactory because they allow reductions in the energy costs paid in this agro-food industry, which is a very important industry for Spain and other countries in the Mediterranean basin. The final results in each of the aspects analyzed are as follows:


	(1)

	Economic impact: the optimization criterion of HOMER is the NPC of an installation. In the 25 year period that is considered the useful life of a system, taking into account its installation, operation, maintenance and cost of consumption from the electrical grid, in small oil mills the saving is 9.8% while in large mills the saving is 2%. We must bear in mind that after that 25 year period there are parts of the system that do not need replacement (e.g., structural elements) and that the technology becomes cheaper and more efficient at a higher pace than the increase in electricity prices, so we can assume that these percentages could be higher. Regarding the price per kW·h paid by the oil mill, we can achieve reductions of up to 37.2% (from 0.183 €/kW·h without renewables to 0.115 €/kW·h with renewables) in small oil mills and up to 9% (from 0.152 €/kW·h without renewable to 0.140 €/kW·h with renewables) in large mills, depending on the billing and metering policy in place.



	(2)

	Environmental impact: the use of renewable sources, which ranges from 2% to 26%, increases according to the type of oil mil and the billing and metering policy. An immediate consequence of this is a reduction of 3.6% to 16% in equivalent CO2 emissions. We should keep in mind that these results are more restrictive since we have taken into account the non-renewable sources used in the construction of the whole PV system, while the use of biomass to supply the thermal demand of the other components of the oil mills has not been considered. If all the factors had been considered, the reductions in CO2 emissions in oil mills as a whole would be much higher and we would be in line with the EU’s objective of reducing CO2 emissions by 20% in different economic sectors [23].



	(3)

	Impact on the olive oil market: up to 37% reduction in the price of olive oil coming from small oil mills and up to 9% reduction in the price of oil from large mills.





As we have seen, the economic savings and CO2 reductions in medium size oil producers are quite small because they pay lower prices for electricity. However, 38% of Spanish oil mills are medium size while 58% are small and 7% are large [10]. This means that both the economic saving and the reduction in environmental impact would be quite significant.

Finally, we can conclude that the aims stated at the beginning of this article have been achieved.






Acknowledgments

We gratefully acknowledge to José Francisco García Rodriguez from olive mill Templeoliva SCA and Cecilio Jimenez Castillo for the technical support in this work.



Author Contributions

Ovidio Rabaza has been primarily responsible for the compiled information and the development of the simulation configuration; José Contreras-Montes has been responsible for the technical supervision of the article, with knowledge in agro-food sector and olive mills management and planification; María Jesús García-Ruiz and Fernando Delgado-Ramos have been responsible for the data treatment; Daniel Gómez-Lorente is the general coordinator of the work.



Conflicts of Interest

The authors declare no conflict of interest.



References


	1. 
Resch, G.; Held, A.; Faber, T.; Panzer, C.; Toro, F.; Haas, R. Potentials and prospects for renewable energies at global scale. Energy Policy 2008, 36, 4048–4056. [Google Scholar]

	2. 
López Polo, A.; Haas, R. An international overview of promotion policies for grid-connected photovoltaic systems. Prog. Photovolt. 2014, 22, 248–273. [Google Scholar] [CrossRef]

	3. 
SETIS (Strategic Energy Technologies Information System). PV Status Report 2014. Available online: https://setis.ec.europa.eu/publications/technology-information-sheets (accessed on 5 October 2015).

	4. 
Chel, A.; Kaushik, G. Renewable energy for sustainable agriculture. Agron. Sustain. Dev. 2011, 31, 91–118. [Google Scholar] [CrossRef]

	5. 
Mekhilef, S.; Faramarzi, S.Z.; Saidur, R.; Salam, Z. The application of solar technologies for sustainable development of agricultural sector. Renew. Sustain. Energy Rev. 2013, 18, 583–594. [Google Scholar] [CrossRef]

	6. 
Squatrito, R.; Sgroi, F.; Tudisca, S.; Trapani, A.M.D.; Testa, R. Post Feed-in Scheme Photovoltaic System Feasibility Evaluation in Italy: Sicilian Case Studies. Energies 2014, 7, 7147–7165. [Google Scholar] [CrossRef]

	7. 
Sgroi, F.; Tudisca, S.; di Trapani, A.M.; Testa, R.; Squatrito, R. Efficacy and efficiency of Italian energy policy: The case of PV systems in greenhouse farms. Energies 2014, 7, 3985–4001. [Google Scholar] [CrossRef]

	8. 
Pagliuca, M.M.; Scarpato, D. The olive oil sector: A comparison between consumers and “experts” choices by the sensory analysis. Procedia. Econ. Financ. 2014, 17, 221–230. [Google Scholar] [CrossRef]

	9. 
European Commission. Prospects for the Olive Oil Sector in Spain, Italy and Greece 2012–2020; European Union Press: Brussels, Belgium, 2012. [Google Scholar]

	10. 
Federación Andaluza de Empresas Cooperativas Agrarias. Manual de Ahorro y Eficiencia Energética del Sector. Almazaras. Available online: http://www.agro-alimentarias.coop/ficheros/doc/03198.pdf (accessed on 14 September 2015).

	11. 
Wikipedia Commons, the Free Media Repository. Map of Spain with Andalusia highlighted. Available online: http://commons.wikimedia.org/wiki/Andaluc%C3%ADa#/media/File: Localizaci%C3%B3n_de_Andaluc%C3%ADa.svg (accessed on 31 March 2015).

	12. 
Liquete, C.; Arnau, P.; Canals, M.; Colas, S. Mediterranean river system of Andalusia, southern Spain, and associated deltas: A source to sink approach. Mar. Geol. 2005, 222–223, 471–495. [Google Scholar] [CrossRef]

	13. 
Fazelpour, F.; Soltani, N.; Rosen, M.A. Feasibility of satisfying electrical energy needs with hybrid systems for a medium-size hotel on Kish Island, Iran. Energy 2014, 73, 856–865. [Google Scholar] [CrossRef]

	14. 
Dalton, G.J.; Lockington, D.A.; Baldock, T.E. Feasibility analysis of renewable energy supply options for a grid-connected large hotel. Renew. Energy 2009, 34, 955–964. [Google Scholar] [CrossRef]

	15. 
Euro Area Statistics. Available online: https://www.euro-area-statistics.org/index?cr=eur&lg=en (accessed on 31 March 2015).

	16. 
Ramos-Paja, C.A.; Saavedra-Montes, A.J.; Trejos, L.A. Estimating the produced power by photovoltaic installations in shaded environments. Dyna 2015, 82, 37–43. [Google Scholar] [CrossRef]

	17. 
Orozco-Gutierrez, M.L.; Petrone, G.; Ramirez-Scarpetta, J.M.; Spagnuolo, G.; Ramos-Paja, C.A. A method for the fast estimation of the maximum power points in mismatched PV strings. Electr. Power Syst. Res. 2015, 121, 115–125. [Google Scholar] [CrossRef]

	18. 
Orozco-Gutierrez, M.L.; Ramirez-Scarpetta, J.M.; Spagnuolo, G.; Ramos-Paja, C.A. A method for simulating large PV arrays that include reverse biased cells. Appl. Energy 2014, 123, 157–167. [Google Scholar] [CrossRef]

	19. 
National Renewable Energy Laboratory. Distributed Generation Renewable Energy Estimate of Costs. Available online: http://www.nrel.gov/analysis/tech_lcoe_re_cost_est.html (accessed on 31 March 2015).

	20. 
Instituto para la Diversificación y Ahorro de la Energía. Factores de Conversión Energía Final—Energía Primaria y Factores de Emisión de CO2-2011. Available online: http://www.idae.es/uploads/documentos/documentos_Factores_Conversion_Energia_y_CO2_2011_0a9cb734.pdf (accessed on 14 September 2015).

	21. 
Fthenakis, V.; Alsema, E. Photovoltaics energy payback times, greenhouse gas emissions and external costs: 2004–early 2005 status. Prog. Photovolt. 2006, 14, 275–280. [Google Scholar] [CrossRef]

	22. 
Wikipedia Commons, the Free Media Repository. File:Esquema-autoconsumo.svg. Available online: http://commons.wikimedia.org/wiki/File:Esquema-autoconsumo.svg (accessed on 10 June 2015).

	23. 
Energy and Climate Change—Elements of the Final Compromise. Available online: http://www.consilium.europa.eu/uedocs/cms_data/docs/pressdata/en/ec/104672.pdf (accessed on 4 September 2015).





© 2015 by the authors; licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution license (http://creativecommons.org/licenses/by/4.0/).







media/file4.png
AC
Electric Load

.
9
| -

|
=

] (A [

A 0T

=

Thermal Load






nav.xhtml


  energies-08-11939


  
    		
      energies-08-11939
    


  




  





media/file1.png
|

mlLarge

mMedium | J§
mSmall

———l]
—ll

.\00@

&

S
&
&

_ _
o = o = o =)
ﬁ o wn o wn

™ nl -
(um>) ABiauz ea3oe|3





media/file2.png





media/file7.png
Emission of CO2 equivalent

Tn/year

350

300 -

250 +

200 4

150

I

= Non renewable
m Self-consumption
= Monthly net metering

® Annual net metering

100

50

Small

Medium

Large





media/file5.png
Grid Rate Schedule
00:00 Off-peak .
Shoulder

Peak

Jan  Feb Mar Apr May Jun Jul  Aug Sep Oct Nov Dec

23:00





media/file3.png
X3pu] ssaLea|)

g ke
(= f=f =) =] ]

2
(=T =]

oy
eohe..co
Q@
oy
mcs.«_o
“g0, :
=5
“
Uy o,
3
55
o,ev‘
Yoy
Sty ”
%y
xéov
5«@@
Ce,
c‘.omk

\ovcov
a

0 M~ W N S MmN O

(fep/zw/um3) uoneipey Ajieg





media/file0.png





media/file6.png
Generation

—_—

Self-consumption Net metering

Consumption g
Bi-directional meter
Electrical grid





