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Abstract:

 A novel biosensor for immunoglobulin G (IgG) detection based on an extended-gate type organic field effect transistor (OFET) has been developed that possesses an anti-IgG antibody on its extended-gate electrode and can be operated below 3 V. The titration results from the target IgG in the presence of a bovine serum albumin interferent, clearly exhibiting a negative shift in the OFET transfer curve with increasing IgG concentration. This is presumed to be due an interaction between target IgG and the immobilized anti-IgG antibody on the extended-gate electrode. As a result, a linear range from 0 to 10 µg/mL was achieved with a relatively low detection limit of 0.62 µg/mL (=4 nM). We believe that these results open up opportunities for applying extended-gate-type OFETs to immunosensing.
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1. Introduction

Recent efforts in biomedical research have been focused on preventative healthcare and rapid diagnoses of incipient diseases [1]. Immunoassays are one of the most common biochemical tests based on their ability for specific recognition of an antibody to bind a biomolecule and are commonly employed as diagnostic tools [2]. Many types of immunoassays, such as radioimmunoassay (RIAs), enzyme-linked immunosorbent assays (ELISAs), fluorescent and chemiluminescent immunoassays, have been developed, because of their specificity and sensitivity [3]. However, these immunoassays are relatively complicated, due to the necessity of labels; for example, RIAs and ELISAs need radioisotopic and enzymatic labels, respectively. Accordingly, label-free detection of biomolecules based on a quartz crystal microbalance (QCM) [4] or surface plasmon resonance (SPR) [5] have also been developed. In particular, immunosensors based on field-effect-transistors (FETs) are simpler and can be integrated readily into compact sensor devices [6].

Furthermore, organic FETs (OFETs) can potentially be applied to disposable immunosensors, because of their low fabrication costs. Therefore, we believe that the OFET sensors are one of the more promising alternatives as a platform for emerging healthcare devices [7]. Very recently, we succeeded in developing an extended-gate-type OFET, within which the extended gate surface is functionalized with streptavidin for the specific detection of biotinylated-immunoglobulin G (IgG) [8]. The operation mechanism of extended-gate-type FET sensors can be explained by an interfacial potential shift at the gate/solution interface. The charge of captured proteins affects the channel conductance, and subsequently, the threshold voltage is shifted [9,10,11]. The success of this research work allows us to propose a new extended-gate-type OFET immunosensor for IgG detection. Although the detection of biotinylated IgG was successfully achieved, more practical biosensors should be performed without biotin labeling of antibodies. In this paper, we report on the immunosensing of unlabeled IgG (=target IgG) in an aqueous solution using an extended-gate-type OFET.



2. Results and Discussion


2.1. Design of the OFET Immunosensor Device and Functionalization of the Extended Gate

We designed an immunosensor using an extended-gate-type OFET, based on research work that assumes that IgG detection is performed in water. It is known that the concentration of IgG is related to connective tissue diseases [12]. In the device, the organic transistor portion of the sensor is separated from the detection site, thus water-induced degradation of the organic transistor can be prevented [13]. A gold (Au) layer on a plastic film was employed as the extended-gate electrode, allowing us to functionalize its surface for the immunosensing process. We decided to immobilize streptavidin [14], which is capable of binding biotinylated anti-IgG antibody, whereby the detection of the corresponding IgG can be performed.

The structure for the extended-gate-type OFET device is illustrated in Figure 1a. The transistor was especially designed for low-voltage operation. The details of the device fabrication are described in the Experimental Section. It is important to note that we avoided using photolithography processes to simplify fabrication, which is a significant difference from our recent report [8].

Figure 1. (a) Schematic structure of the extended-gate-type organic transistor; (b) a photograph of the sensing part (i.e., the extended-gate electrode); and (c) the reaction scheme for the immobilization of streptavidin on the surface of the extended-gate electrode. Unreacted N-hydroxysulfosuccinimide (sulfo-NHS) esters are treated with 2-aminoethanol.
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We investigated the formation of 5-carboxy-1-pentanethiol self-assembled monolayer (SAM) and the immobilization of streptavidin on the Au electrode with photoelectron yield spectroscopy in air. Photoelectron yield spectroscopy measurements showed a higher ionization potential on the 5-carboxy-1-pentanethiol-treated Au electrode (5.03 ± 0.09 eV) than an untreated Au electrode (4.80 ± 0.01 eV) (Figure 2a), indicating that the electronegative functional group covered the Au surface [15].

Figure 2. (a) Photoelectron yield spectroscopy measurements of the Au electrodes in air. Untreated Au (white diamond), 5-carboxy-1-pentanethiol-treated Au (red circle) and streptavidin-immobilized self-assembled monolayer (SAM) Au (black diamond); and (b) water contact angle measurements on the Au electrodes before and after SAM treatment.
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Moreover, we measured photoelectron yield spectroscopy after the incubation of streptavidin. As a result, the measurement did not show photoelectric effects (Figure 2a, black diamond). This is presumed to be due to the prevention of photoelectric effects by fully covering the Au electrode with streptavidin and is in good agreement with our previous report [8].

In addition, we measured a water contact angle on the SAM-treated Au electrode using a contact angle goniometer (Figure 2b). The water contact angle of the 5-carboxy-1-pentanethiol-treated Au electrode (~8°) was much lower than that of the untreated Au electrode (41°). Recently, we reported a contact angle of a 10-carboxy-1-decanethiol-treated SAM Au electrode that was slightly higher than that of the untreated Au electrode [8]. An explanation for these differences is thought to be the length of the alkyl chain. Because the hydrophilicity of the 5-carboxy-1-pentanethiol-treated SAM Au electrode was very high, we could not observe a significant difference in the wettability of the Au electrodes before and after the incubation of streptavidin.





2.2. Immobilization of Anti-IgG Antibody

The electrical characteristics of the OFET device were measured. As expected, the fabricated OFET device functioned reproducibly below 3 V, suggesting that the device is suitable for immunoassay applications. To fabricate the immunosensor for target IgG, we immobilized biotinylated anti-IgG antibody on the extended-gate electrode of the OFET. A Dulbecco’s phosphate buffer saline (D-PBS) solution of a biotinylated anti-IgG antibody with 0.1 wt% bovine serum albumin (BSA) was cast onto the extended-gate electrode, followed by incubation for 30 min at room temperature.

Figure 3a shows the transfer characteristics of the OFET upon titration with the D-PBS solution of biotinylated anti-IgG antibody. The titration results showed a negative shift of the transfer curve with increasing of the biotinylated anti-IgG antibody concentration. This shift is attributed to carrier concentration changes in the OFET channel by the anti-IgG antibody captured on the extended-gate electrode [16]. Importantly, no significant changes in the gate current were observed, meaning that an electrochemical reaction did not occur at the gate [10,17]. Figure 3b shows the relationship between the anti-IgG antibody concentration changes in the threshold voltage. According to the titration results, we decided to use 30 μg/mL biotinylated anti-IgG antibody for complexation of streptavidin with the biotin moiety.

Figure 3. (a) Transfer characteristics (IDS–VGS) of the OFET upon titration with biotinylated anti-IgG antibody in a D-PBS solution with 0.1 wt% BSA. [Anti-IgG antibody] = 0–50 μg/mL. The inset shows the gate-source current (IGS–VGS); (b) Changes in threshold voltage (VTH) for the OFET by biotinylated anti-IgG antibody at various concentrations in a D-PBS solution with 0.1 wt% BSA.
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2.3. Label-Free Immunoassay for IgG

Finally, we attempted to achieve an immunoassay for target IgG using the extended-gate OFET modified with the anti-IgG antibody. The antibody modified extended-gate was incubated in a D-PBS solution of the target IgG with 0.1 wt% BSA for 1 h at 37 °C. After this period, we measured the transfer characteristics of the OFET. For each analyte, five repetitions were measured using the same OFET device. The titration results of the target IgG are summarized in Figure 4. A negative shift of the transfer curve with increasing of the target IgG concentration was observed, indicating that our designed immunosensor based on the extended-gate OFET performed sufficiently well in the presence of a large excess of BSA interferent. The response of the OFET biosensor is not influenced by the BSA interferent [8]. This suggests that the sensor device might be used for IgG quantification in a complex medium, such as plasma or milk. Although the extended gate is not recyclable, the fabricated OFET part is reusable.

Figure 4. (a) Transfer characteristics (IDS–VGS) of the OFET upon titration with target IgG in a D-PBS solution with 0.1 wt% BSA. [Target IgG] = 0–100 μg/mL. The inset shows the gate-source current (IGS–VGS); (b) Changes in threshold voltage (VTH) for the OFET by target IgG at various concentrations in a D-PBS solution with 0.1 wt% BSA. The inset shows the lower end of the titration.
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We obtained a linear relationship in the region of the low concentration (0–10 µg/mL). The limit of detection (LOD) [18] and the limit of quantification (LOQ) [18] were estimated to be 0.62 µg/mL (=4 nM) and 2.1 µg/mL (=15 nM), respectively. It is worthwhile to note that the obtained LOD and LOQ values were estimated under the condition of the existence of the BSA interferent. The sensitivity of the fabricated OFET sensor is higher than that of some reported OFETs for protein sensing [19]. In addition, the obtained sensitivity is comparable to or higher than other electrochemical approaches reported in the literature [20,21].






3. Experimental Section


3.1. Materials and Equipment

Reagents and solvents used for this study were commercially available and used as supplied. D-PBS and octadecylphosphonic acid were purchased from Sigma-Aldrich Inc. (St. Louis, MO, USA). Cytop® (CTL-809M) was purchased from Asahi Glass Co. Ltd. (Tokyo, Japan). Polyethylene naphthalate (PEN) film was purchased from Teijin DuPont Films (Tokyo, Japan). Poly(2,5-bis(3-hexadecylthiophene-2-yl)thieno[3,2-b]thiophene (pBTTT-C16) [22,23] was purchased from Merck KGaA (Darmstadt, Germany). Gold and aluminum were purchased from Tanaka Kikinzoku Kogyo (Tokyo, Japan) and Furuuchi Chemical Co. (Tokyo, Japan), respectively. FC-43 fluorinert and Teflon® AF1600 were purchased from 3M Co. (St. Paul, MN, USA) and Dupont (Wilmington, DE, USA), respectively. 2-aminoethanol was purchased from Tokyo Kasei (Tokyo, Japan). N-hydroxysulfosuccinimide was purchased from Thermo Fisher Scientific Inc. (Waltham, MA, USA). 5-Carboxy-1-pentanethiol and 2-morpholinoethanesulfonic acid were purchased from Dojindo Laboratories (Kumamoto, Japan). Methanol, 2-propanol, hexane, N,Nʹ-diisopropylcarbodiimide, sodium chloride and Tween 20 were purchased from Kanto Kagaku (Tokyo, Japan). Streptavidin, 1,2-dichlorobenzene and BSA were purchased from Wako (Osaka, Japan). Mouse IgG (ab37355) and goat anti-mouse IgG H&L (biotin) (ab6788) were purchased from Abcam plc (Cambridgeshire, UK). The aqueous solutions were prepared using Milli-Q water (18 MΩ cm at 25 °C).

Metal electrodes were deposited by using vacuum evaporator equipment from Cryovac, Co. (Osaka, Japan). An oxygen-plasma treatment was performed on PC-300 plasma cleaners from Samco, Inc. (Kyoto, Japan). The UV ozone treatment was by a UV253H UV ozone cleaner from Filgen, Inc. (Aichi, Japan). The bank layers were prepared using IMAGEMASTER 350 dispenser equipment from Musashi Engineering, Inc. (Tokyo, Japan). Photoelectron spectroscopy measurements in air were performed using an AC-3 from Riken Keiki, Co. (Kanagawa, Japan). Wettability measurements were performed on a Theta T200 contact angle goniometer from Biolin Scientific, Co (Stockholm, Sweden). The Ag/AgCl electrode as the reference electrode was purchased from BAS, Inc. (Tokyo, Japan). The incubation was performed using a ICI-100 cool incubator from AS ONE (Osaka, Japan). The electrical characteristics of the all OFET devices were measured using a Keithley 2636B source meter.



3.2. Fabrication of the Device

An aluminum (Al) gate electrode was deposited on a glass substrate by thermal evaporation (30 nm in thickness). The gate dielectric consists of a thin-film of aluminum oxide layer (5 nm in thickness) and a tetradecylphosphonic acid (1.7 nm in thickness) SAM [24,25]. The aluminum oxide layer was formed with an oxygen-plasma treatment of the Al gate electrode, whereby the plasma power was 300 W and the treatment duration was 50 min. The SAM was prepared by immersing the substrate in a 2-propanol solution of tetradecylphosphonic acid at room temperature. Au source-drain electrodes (30 nm in thickness) were deposited on the gate dielectric layer using thermal evaporation and patterned using a shadow-mask. The channel width and length of the OFET device were 1000 and 50 μm, respectively. To prepare the bank layers, a 1 wt% solution of an amorphous fluoropolymer in FC-43 was dispensed using the dispenser equipment. Subsequently, a semiconducting polymer, poly(2,5-bis(3-hexadecylthiophene-2-yl)thieno[3,2-b]thiophene (pBTTT-C16), was drop-casted from a 0.03 wt% solution of 1,2-dichlorobenzene and then annealed at 175 °C for 30 min in a nitrogen atmosphere. To passivate the device, Cytop® (CTL-809M) was spin-coated onto the device and baked at 100 °C for 10 min (100 nm in thickness). Finally, an extended-gate electrode consisting of Au was prepared on a PEN film substrate (125 μm in thickness) using thermal evaporation, such that the sensing area for the extended-gate electrode was 39 mm2.

The scheme for immobilizing streptavidin on the extended-gate electrode is summarized in Figure 1c. The Au extended-gate electrode was immersed in a hexane solution containing 1 mM of 5-carboxy-1-pentanethiol for 1 h at room temperature to form the SAM. The treated electrode was washed by ethanol and water, and then 5 μL of a 2-morpholinoethanesulfonic acid (MES) buffer solution (100 mM, pH 6.0) containing N-hydroxysulfosuccinimide (sulfo-NHS, 5 mM), N,Nʹ-diisopropylcarbodiimide (DIC, 40 mM) and sodium chloride (500 mM) were dropped onto the electrode. The reaction time of the sulfo-NHS ester formation was 15 min.

After this period, streptavidin (500 μg/mL) in 5 μL of a carbonate buffer solution (Na2CO3: 15 mM, NaHCO3: 35 mM, pH 9.6) was applied in drops onto the electrode, followed by incubation for 15 min. To remove unreacted sulfo-NHS esters, 2-aminoethanol (1 M) in 5 μL of D-PBS (KCl: 2.7 mM, NaCl: 136 mM, KH2PO4: 1.5 mM, Na2HPO4: 8.1 mM) was dropped onto the electrode and then left standing for 15 min. Finally, the electrode was immersed in D-PBS containing 0.05 wt% Tween 20 and 0.1 wt% BSA for 15 min.

For the detection of the target mouse IgG, the extended-gate modified with streptavidin was firstly immersed in the D-PBS solution of the biotinylated anti-mouse IgG antibody (30 μg/mL) with 0.1 wt% BSA for 30 min at room temperature. After this period, the extended-gate electrode was washed by a D-PBS solution. Next, the extended-gate modified with the streptavidin-biotinylated antibody complex was immersed in the D-PBS solution of the target IgG (0–100 μg/mL) with 0.1 wt% BSA for 1 h at 37 °C. After this incubation, the target IgG was electrically detected by the OFET with no further treatment. All measurements were performed using the same OFET.



3.3. Estimation of LOD and LOQ

For the determination of the limit of detection (LOD) and the limit of quantitation (LOQ) toward the target IgG, the intersection of the minimum signal (=Y) and the regression line obtained from the value of (VTH − VTH0)/VTH0 in the dynamic range of the titration curve allowed us to estimate the values of the LOD and the LOQ. The value of Y is estimated by the following Equation (1):



Y = VTHavg − kσ



(1)




VTHavg and σ are the average value and the standard deviation of threshold voltage in the absence of the target IgG, respectively. LOD: k = 3, LOQ: k = 10.



4. Conclusions

In conclusion, we have developed an immunosensor for unlabeled IgG utilizing the extended-gate-type OFET operating at low voltages. The LOD of unlabeled IgG showed that the extended-gate-type OFET can detect nM levels of unlabeled IgG through changes in the transfer curve of the OFET. We believe that the extended-gate-type OFET immunoassay could pave the way to new immunosensors and healthcare applications. Our preliminary results suggest that further modifications of the sensor device and the use of different bioreceptors would yield various sensing systems. Further development of extended-gate-type OFET biosensors is underway in our laboratory.






Acknowledgments

We gratefully acknowledge the financial support from Japan Science Technology Agency (JST) and the Japan Society for the Promotion of Science (JSPS, Grant-in-Aid for Research Activity Start-up, No. 26888002). We also thank Professor Clay Shepherd of Yamagata University for his technical support and helpful discussion.



Author Contributions

Tsukuru Minamiki fabricated the OFET-based immunosensor, performed the measurements and analyzed the data. Tsuyoshi Minami supervised the entire project. Ryoji Kurita, Osamu Niwa, Shin-ichi Wakida, Kenjiro Fukuda, Daisuke Kumaki and Shizuo Tokito participated in a full and extensive discussion. Tsukuru Minamiki, Tsuyoshi Minami and Shizuo Tokito prepared the manuscript.



Conflicts of Interest

The authors declare no conflict of interest.



References


	1. 
Patterson, C.; Chambers, L.W. Preventive health care. Lancet 1995, 345, 1611–1615. [Google Scholar] [CrossRef] [PubMed]

	2. 
Taylor, R.F. Immunoassay. Kirk-Othmer Encyclopedia of Chemical Technology; John Wiley & Sons, Inc.: Hoboken, NJ, USA, 2006. [Google Scholar]

	3. 
Hage, D.S. Immunoassays. Anal. Chem. 1999, 71, 294R–304R. [Google Scholar] [CrossRef] [PubMed]

	4. 
Crosson, C.; Rossi, C. Quartz crystal microbalance immunosensor for the quantification of immunoglobulin G in bovinemilk. Biosens. Bioelectron. 2013, 42, 453–459. [Google Scholar] [CrossRef] [PubMed]

	5. 
Islam, N.; Shen, F.; Gurgel, P.V.; Rojas, O.J.; Carbonell, R.G. Dynamic and equilibrium performance of sensors based on short peptide ligands for affinity adsorption of human IgG using surface plasmon resonance. Biosens. Bioelectron. 2014, 58, 380–387. [Google Scholar] [CrossRef] [PubMed]

	6. 
Cheng, S.; Hotani, K.; Hideshima, S.; Kuroiwa, S.; Nakanishi, T.; Hashimoto, M.; Mori, Y.; Osaka, T. Field effect transistor biosensor using antigen binding fragment for detecting tumor marker in human serum. Materials 2014, 7, 2490–2500. [Google Scholar] [CrossRef]

	7. 
Torsi, L.; Magliulo, M.; Manoli, K.; Palazzo, G. Organic field-effect transistor sensors: A tutorial review. Chem. Soc. Rev. 2013, 42, 8612–8628. [Google Scholar] [CrossRef] [PubMed]

	8. 
Minamiki, T.; Minami, T.; Kurita, R.; Niwa, O.; Wakida, S.; Fukuda, K.; Kumaki, D.; Tokito, S. Accurate and reproducible detection of proteins in water using an extended-gate type organic transistor biosensor. Appl. Phys. Lett. 2014, 104. [Google Scholar] [CrossRef]

	9. 
Bergveld, P. Thirty years of ISFETOLOGY what happened in the past 30 years and what may happen in the next 30 years. Sens. Actuators B 2003, 88, 1–20. [Google Scholar] [CrossRef]

	10. 
Kim, D.-S.; Park, J.-E.; Shin, J.-K.; Kim, P.K.; Lim, G.; Shoji, S. An extended gate FET-based biosensor integrated with a Si microfluidic channel for detection of protein complexes. Sens. Actuators B 2006, 117, 488–494. [Google Scholar] [CrossRef]

	11. 
Bian, C.; Tong, J.; Sun, J.; Zhang, H.; Xue, Q.; Xia, S. A field effect transistor (FET)-based immunosensor for detection of HbA1c and Hb. Biomed. Microdevices 2011, 13, 345–352. [Google Scholar] [CrossRef] [PubMed]

	12. 
Kay, R.A.; Wood, K.J.; Bernstein, R.M.; Holt, P.J.L.; Pumphrey, R.S.H. An IgG subclass imbalance in connective tissue disease. Ann. Rheum. Dis. 1988, 47, 536–541. [Google Scholar] [CrossRef] [PubMed]

	13. 
Kumaki, D.; Umeda, T.; Tokito, S. Influence of H2O and O2 on threshold voltage shift in organic thin-film transistors: deprotonation of SiOH on SiO2 gate-insulator surface. Appl. Phys. Lett. 2008, 92. [Google Scholar] [CrossRef]

	14. 
Chapman-Smith, A.; Cronan, J.E., Jr. Molecular biology of biotin attachment to proteins. J. Nutr. 1999, 129, 477S–484S. [Google Scholar]

	15. 
De Boer, B.; Hadipour, A.; Mandoc, M.M.; van Woudenbergh, T.; Blom, P.W.M. Tuning of metal work functions with self-assembled monolayers. Adv. Mater. 2005, 17, 621–625. [Google Scholar] [CrossRef]

	16. 
Chen, C.P.; Ganguly, A.; Lu, C.Y.; Chen, T.Y.; Kuo, C.C.; Chen, R.S.; Tu, W.H.; Fischer, W.B.; Chen, K.H.; Chen, L.C. Ultrasensitive in situ label-free DNA detection using a GaN nanowire-based extended-gate field-effect-transistor sensor. Anal. Chem. 2011, 83, 1938–1943. [Google Scholar] [CrossRef] [PubMed]

	17. 
Fernandes, E.G.R.; Vieira, N.C.S.; Queiroz, A.A.A.D.; Guimarães, F.E.G.; Zucolotto, V. Immobilization of poly(propylene imine) dendrimer/nickel phtalocyanine as nanostructured multilayer films to be used as gate membranes for SEGFET pH sensors. J. Phys. Chem. C 2010, 114, 6478–6483. [Google Scholar]

	18. 
Miller, J.N.; Miller, J.C. Statistics and Chemometrics for Analytical Chemistry, 6th ed.; Pearson: Harlow, UK, 2010. [Google Scholar]

	19. 
Khan, H.U.; Jang, J.; Kim, J.-J.; Knoll, W. Effect of passivation on the sensitivity and stability of pentacene transistor sensors in aqueous media. Biosens. Bioelectron. 2011, 26, 4217–4221. [Google Scholar] [CrossRef] [PubMed]

	20. 
Sergeyeva, T.A.; Lavrik, N.V.; Piletsky, S.A.; Rachkov, A.E.; El’skaya, A.V. Polyaniline label-based conductometric sensor for IgG detection. Sens. Actuators B 1996, 34, 283–288. [Google Scholar] [CrossRef]

	21. 
Darain, F.; Park, S.-U.; Shim, Y.-B. Disposable amperometric immunosensor system for rabbit IgG using a conducting polymer modified screen-printed electrode. Biosens. Bioelectron. 2003, 18, 773–780. [Google Scholar] [CrossRef] [PubMed]

	22. 
Mcculloch, I.; Heeney, M.; Bailey, C.; Genevicius, K.; Macdonald, I.; Shkunov, M.; Sparrowe, D.; Tierney, S.; Wagner, R.; Zhang, W.; et al. Liquid-crystalline semiconducting polymers with high charge-carrier mobility. Nat. Mater. 2006, 5, 328–333. [Google Scholar] [CrossRef] [PubMed]

	23. 
Umeda, T.; Kumaki, D.; Tokito, S. Surface-energy-dependent field-effect mobilities up to 1 cm2/Vs for polymer thin-film transistor. J. Appl. Phys. 2009, 105. [Google Scholar] [CrossRef]

	24. 
Klauk, H.; Zschieschang, U.; Pflaum, J.; Halik, M. Ultralow-power organic complementary circuits. Nature 2007, 445, 745–748. [Google Scholar] [CrossRef] [PubMed]

	25. 
Fukuda, K.; Hamamoto, T.; Yokota, T.; Sekitani, T.; Zschieschang, U.; Klauk, H.; Someya, T. Effects of the alkyl chain length in phosphonic acid self-assembled monolayer gate dielectrics on the performance and stability of low-voltage organic thin-film transistors. Appl. Phys. Lett. 2009, 95. [Google Scholar] [CrossRef]





© 2014 by the authors; licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution license (http://creativecommons.org/licenses/by/3.0/).







nav.xhtml


  materials-07-06843


  
    		
      materials-07-06843
    


  




  





media/file3.png
105 ¢ 0.002 0.4
0.0015 B 031
s £ 7
< o2t %
0001 & ¢ Eo ]
£ - - z
[ > ]
£ I 01+ >'En.1 1
0.0005 £ L 5
0 ® rargetigGl/ugmL
0 N

o

100

2 40 60 80
[Target IgG] / ug-mL-1





media/file0.png
HaCis

-PA/ AIOX Organic transistor

(c)

o o O SuloNHS
o o: o d o o
NN -DIC
—_—
MES buffer

Extonded-Gate (Au)

Reference
electrode

GGG

Extended-gate
electrode

o
Sueptavidin
_—
Carbonate buffer

o
i

H

2

o
H
; 0
t
i

9 o
o
o

2aminoethanol
—_—
PBs





media/file1.png
N N
o o

-
o

Yield1/2 | cps1/2
o

o o

d Au
@ Streptavidin-immobilized SAM Au
L S N N |

- &,

L o

! &
S

[ o & ]

< Untreated Au
® SAM-treatel
o
&
o &
o .
&
<&

&
o o
)

B O i
MR Aty
4

5.5
Energy / eV

Untreated
(Contact Angle: 41 + 1.3 degree)

SAM-treated
(Contact Angle: 8.4 * 3.9 degree)






media/file2.png
Vbs=-3V

0.002
0.002

0.0015

0.001

0.0005

&

|Ips|/2 1 A12

(VTH - VTHO) * VTHO™!

0 10 20 30 40 50
[Anti-lgG Antibody] / pg-mL"1





